FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION. This schematic drawing is conceptual only and is not a working drawing. The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor. The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.
This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of
evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and
SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
Section A-A

FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.
This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor. The Contractor shall retain an erection engineer for the purpose of
evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and
SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
West Abutment

100 TON STRADDLE LIFT
6' steel Pipe Piles

FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION. This schematic drawing is conceptual only and is not a working drawing. The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor. The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
Normal Pool Elev +358.8

Approximate Mud Line +349

Winter Pool Elev +358.8

Proposed Hilfiker Retaining Wall

Material Barge 150' x 40' x 8'

Section A-A

Note: New Abutment not shown for clarity.

FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION. This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.
This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of
evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and
SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
West Main Pier
Main West Pier

Driving Piles

6' Pipe Pile 180' Long

FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION. This schematic drawing is conceptual only and is not a working drawing. The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor. The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.
This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of
evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and
SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
Main West Pier

Soffit Panels

Tug Boat

Deck Winch

Spuds (Typ)

SETTING SOFFITS

FOR INFORMATION ONLY, NOT FOR BIDDING, NOT FOR CONSTRUCTION.
This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
EXIST. EGGNER FERRY BRIDGE
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.
This schematic drawing is conceptual only and is ELEVATION drawing.
The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress, and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
This schematic drawing is conceptual only and is not a working drawing. The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor. The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor. The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
EAST APPROACH PHASE 7

FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of

evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and

SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.

FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of

evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and

SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing. The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor. The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress, and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing. The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor. The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing. The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor. The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing. The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure,

is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of

evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and

SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.

### Liftcrane Boom Capacities

<table>
<thead>
<tr>
<th>Boom No. 32 with Open Throat Top</th>
<th>2250 SERIES 3</th>
</tr>
</thead>
<tbody>
<tr>
<td>Boom Capa.</td>
<td>Lb.</td>
</tr>
<tr>
<td>0'</td>
<td>1500</td>
</tr>
<tr>
<td>10'</td>
<td>1350</td>
</tr>
<tr>
<td>20'</td>
<td>1200</td>
</tr>
<tr>
<td>30'</td>
<td>1050</td>
</tr>
<tr>
<td>40'</td>
<td>900</td>
</tr>
<tr>
<td>50'</td>
<td>750</td>
</tr>
</tbody>
</table>

FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION. 

This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure,

is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of

evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and

SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
For information only. Not for bidding. Not for construction.

This schematic drawing is conceptual only and is not a working drawing. The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.
This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure,
are the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of
evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and
SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of
evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and
SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor. The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
This schematic drawing is conceptual only and is not a working drawing. The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor. The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor. The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of
evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and
SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
MAIN SPAN

FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.
This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of
evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and
SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.
This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.

The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.

MAIN SPAN
MAIN SPAN

FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.
This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of
evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and
SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.
This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of
evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and
SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor. The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of
evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and
SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing. The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDERS for additional requirements.
This schematic drawing is conceptual only and is not a working drawing. The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection. See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.

This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure, is the responsibility of the Contractor.

The Contractor shall retain an erection engineer for the purpose of evaluating the stability, state of stress and geometry of the structure during and after erection.

See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.
Section A-A – Straddle Lift Option

FOR INFORMATION ONLY. NOT FOR BIDDING. NOT FOR CONSTRUCTION.
This schematic drawing is conceptual only and is not a working drawing.
The stability of the structure during erection, and the final geometry of the structure,
is the responsibility of the Contractor.
The Contractor shall retain an erection engineer for the purpose of
evaluating the stability, state of stress and geometry of the structure during and after erection.
See SPECIAL NOTE FOR STEEL ERECTION – ARCH SPAN, and
SPECIAL NOTE FOR STEEL ERECTION – GIRDER SPANS for additional requirements.