
May 27, 2015 

 

 

CALL NO. 201 

CONTRACT ID NO. 151020 

ADDENDUM # 1 

 

 

 

Subject:  Campbell-Kenton County, 121GR15D020 HSIP  

  Letting May 29, 2015 

 

(1)Revised – Plan Sheets – R2, R2A, & R3  

 

Proposal revisions are available at http://transportation.ky.gov/Construction-

Procurement/. 

 

Plan revisions are available at http://www.lynnimaging.com/kytransportation/. 

 

If you have any questions, please contact us at 502-564-3500. 

 

Sincerely, 

 

 
 

 

Robert C. Lewis, P.E. 

Acting Director 

Division of Construction Procurement 

 

RL:ks 

Enclosures  

  

http://transportation.ky.gov/Construction-Procurement/
http://transportation.ky.gov/Construction-Procurement/
http://www.lynnimaging.com/kytransportation/


TYPICAL SECTIONS

2% 2%

! Survey

! Survey

Straight Line Slope

NORMAL SECTION

Profile Grade

Profile Grade

OUTSIDE SHOULDERS LIMITS

SEE X - SECTIONS FOR SLOPES

4:1
Exist. Pavement

4’-0"

4:1Exist. Pavement

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

2
:1

2
:1

2’-0"

4%

4’-0"2’-0"

4%

SUPERELEVATED SECTION

ENTRANCE

L

FOR WIDTHS

SEE PLAN SHEETS

2:1 Max

4:1 Des
( See Plan Sheets For Location )

Widen Shoulder 3’-0" For Guardrail

1 �" COMPACTED DEPTH CL2 ASPHALT SURFACE 0.38D PG64-22

2 �" COMPACTED DEPTH CL2 ASPHALT BASE 0.75D PG64-22 

DETAIL "C"

APPROXIMATELY 6 �" BASE AND

4" COMPACTED DEPTH CRUSHED STONE BASE 

0.38D PG64-22

1 �" CL1 Asphalt Surface

DETAIL "C"

4" Crushed Stone Base

0.75D PG64-22

2 �" CL1 Asphalt Base

2 �"

3’-0"

2’-0"

C

2’-0"

3’-0"

Profile Grade

3:1
8% 2% 2%

8%

4:1 Des2:1 Max

1 �"

APPROXIMATELY 1 �" SURFACE . . . . . . . . . . . . . .

 . . . . . . . . . . . . . . . . . .

NEW CONSTRUCTION

GRADE,  DRAIN & FLEXIBLE PAVEMENT

USING

ENTRANCES

(SEE PLAN SHEETS FOR LOCATION)

2% 2%

! Survey

! Survey

Straight Line Slope

NORMAL SECTION

Profile Grade

Profile Grade

4:1
Exist. Pavement

4’-0"

4:1Exist. Pavement

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

2
:1

2
:1

2’-0"

4%

4’-0"2’-0"

4%

SUPERELEVATED SECTION

KY 1486 KY 2047

1 �" COMPACTED DEPTH CL2 ASPHALT SURFACE 0.38D PG64-22APPROXIMATELY 1 �" SURFACE . . . . . . . . . . . . . .

OVERLAY KY 2047

GRADE,  DRAIN & FLEXIBLE PAVEMENT

USING

KY 1486 AT KY 2047

A
p
r
il
 1
0
,
 
2
0
15

D
A

T
E
 
P

L
O

T
T

E
D
:
 

s
c
o
t
t
.
g
a
b
b
a
r
d

U
S

E
R
:
 

E
-
S

H
E

E
T
 

N
A

M
E
:
 
 
 
 
 
 
 
 

M
ic
r
o

S
t
a
t
io

n
 
v
8
.
11
.
7
.
4
4
3

COUNTY OF ITEM NO. SHEET NO.

KENTON 6-9005.00 R2

TYPICAL SECTIONS

                                  Not To Scale

C
:
\

P
W

W
O

R
K
\

S
C

O
T

T
.

G
A

B
B

A
R

D
\

D
10

4
3
3
0
8
\

R
0
0
2
0
0

T
S
.

D
G

N
F
I
L

E
 

N
A

M
E
:
 



TYPICAL SECTIONS

2% 2%

! Survey

! Survey

Straight Line Slope

NORMAL SECTION

Profile Grade

Profile Grade

OUTSIDE SHOULDERS LIMITS

SEE X - SECTIONS FOR SLOPES

4:1
Exist. Pavement

4’-0"

4:1Exist. Pavement

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

2
:1

2
:1

2’-0"

4%

4’-0"2’-0"

4%

SUPERELEVATED SECTION

ENTRANCE

L

FOR WIDTHS

SEE PLAN SHEETS

2:1 Max

4:1 Des
( See Plan Sheets For Location )

Widen Shoulder 3’-0" For Guardrail

1 �" COMPACTED DEPTH CL2 ASPHALT SURFACE 0.38D PG64-22

2 �" COMPACTED DEPTH CL2 ASPHALT BASE 0.75D PG64-22 

DETAIL "C"

APPROXIMATELY 6 �" BASE AND

4" COMPACTED DEPTH CRUSHED STONE BASE 

0.38D PG64-22

1 �" CL1 Asphalt Surface

DETAIL "C"

4" Crushed Stone Base

0.75D PG64-22

2 �" CL1 Asphalt Base

2 �"

3’-0"

2’-0"

C

2’-0"

3’-0"

Profile Grade

3:1
8% 2% 2%

8%

4:1 Des2:1 Max

1 �"

APPROXIMATELY 1 �" SURFACE . . . . . . . . . . . . . .

 . . . . . . . . . . . . . . . . . .

NEW CONSTRUCTION

GRADE,  DRAIN & FLEXIBLE PAVEMENT

USING

ENTRANCES

(SEE PLAN SHEETS FOR LOCATION)

2% 2%

! Survey

! Survey

Straight Line Slope

NORMAL SECTION

Profile Grade

Profile Grade

4:1
Exist. Pavement

4’-0"

4:1Exist. Pavement

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

(Exist.)
Varies

2
:1

2
:1

2’-0"

4%

4’-0"2’-0"

4%

SUPERELEVATED SECTION

KY 1486 KY 2047

1 �" COMPACTED DEPTH CL2 ASPHALT SURFACE 0.38D PG64-22APPROXIMATELY 1 �" SURFACE . . . . . . . . . . . . . .

OVERLAY KY 2047

GRADE,  DRAIN & FLEXIBLE PAVEMENT

USING

KY 1486 AT KY 2047

A
p
r
il
 1
0
,
 
2
0
15

D
A

T
E
 
P

L
O

T
T

E
D
:
 

s
c
o
t
t
.
g
a
b
b
a
r
d

U
S

E
R
:
 

E
-
S

H
E

E
T
 

N
A

M
E
:
 
 
 
 
 
 
 
 

M
ic
r
o

S
t
a
t
io

n
 
v
8
.
11
.
7
.
4
4
3

COUNTY OF ITEM NO. SHEET NO.

KENTON 6-9005.00 R2

TYPICAL SECTIONS

                                  Not To Scale

C
:
\

P
W

W
O

R
K
\

S
C

O
T

T
.

G
A

B
B

A
R

D
\

D
10

4
3
3
0
8
\

R
0
0
2
0
0

T
S
.

D
G

N
F
I
L

E
 

N
A

M
E
:
 

Dee.McElmurray
Cloud

Dee.McElmurray
Text Box
REVISED 5-27-15



GENERAL SUMMARY

S
H

E
E
T
 

N
O
.

SKEW

UNIT TO BID

ITEM CODE

REMARKS

TOTAL PROJECT

ITEM UNIT

PAVING SUMMARY

ITEM

PIPE DRAINAGE SUMMARY

S  Q  U  A  R  E   Y  A  R  D  S

CODE

ITEM

P
R

O
J
E

C
T

T
O

T
A

L

UNITDESCRIPTIONITEM
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ESTIMATED AT 5 LBS. PER SQ. YD. PER IN. OF DEPTH.

ESTIMATED 6% BY WT. AT 109 LBS. PER CU. FT.

FOR CONTROLLING DUST CAUSED BY MAINTAINING

TRAFFIC ONLY.

1490 440

EA LF

8

5

6

7

4

1

2

3

P
R

O
J
E

C
T

T
O

T
A

L

2545

2562

2568

2726

5985

6514

6568

8

CLEARING AND GRUBBING

MOBILIZATION

STAKING

4

SEEDING & PROTECTION

PAVE STRIPING - PERMANENT PAINT 4-INCH

PAVE MARKING - THERMO STOP BAR 24in

LP SUM

SQ FT

LP SUM

LP SUM

LP SUM

TON

SQ YD

LF

LF

1

1

1

INCHES

DEPTH

1.25

0.08

31

STA. 21+34.00

1

TYPE 1

INLET

BOX

DROP

15"

PIPE

ENTRANCE

KY 1486

KY 2047

STA. 13+30.00

511

NO APRON, H=4.15’

RT

RT

ROAD

SENOUR

2.25

ENTRANCE

712

32

72

74

4.00 74

74

ENTRANCE

0.08

0.2

PAVING AREAS

8.9

2.2

712 712

8.9

54.1

0.2

P
R

O
J
E

C
T

T
O

T
A

L

RIGHT-OF-WAY MONUMENT TYPE 1

1585 REMOVE DROP BOX INLET

2200 ROADWAY EXCAVATION

EACH

CU YDS

2242 WATER M. GAL.

2351

2360

GUARDRAIL-STEEL W BEAM-S FACE LF

GUARDRAIL TERMINAL SECTION NO 1 EACH

2429 EACH

2650 MAINTAIN & CONTROL TRAFFIC

2690

TEMPORARY SIGNS

CU YDS

1

1

1

1

1

1

1

CREEK

FOWLER

ROAD

SENOUR

162 162

2 2

2.5 2.5SAFELOADING

20 20

4 4 8

5950 EROSION CONTROL BLANKET SQ YDS 155 220 375

200 460 660

0.03 0.07 0.10

0.3 0.3

4 2 6

2704

2705

2707

2708

SILT TRAP TYPE B

CLEAN SILT TRAP TYPE B

SILT TRAP TYPE C

CLEAN SILT TRAP TYPE C

EACH

EACH

EACH

EACH

5 30

10 60

35

70

2 1 3

240 335 575

200 200

ROAD

SENOUR

4872 POLE 40 FT WOODEN EACH 2 2

NOTES

9 INSTALL/ATTACHMENT INCIDENTAL TO POLE

9

5964 20-10-10 FERTILIZER

10

10 TOTAL AREA TO BE CLEARED IS 0.40 ACRES

TON 0.02 0.03 0.055963 INITIAL FERTILIZER

TON 0.36 0.84 1.205992 AGRICULTURAL LIMESTONE

20

RTSTA. 21+68.97

23229EC

2702

358

301

221

20

3

HIGH FRICTION SURFACE TREATMENT

SAND FOR BLOTTER

ASPHALT CURING SEAL

CL2 ASPH SURF 0.38D PG64-22

CL2 ASPH BASE 0.75D PG64-22

TRAFFIC BOUND BASE

CRUSHED STONE BASE

SQ YDS

TON

TON

TON

TON

TON

TON

6

5

2

2

3

1

2.4 2.4

HIGH FRICTION SURFACE TREATMENT

CRUSHED STONE BASE

SAND FOR BLOTTER

ASPHALT CURING SEAL

CL2 ASPH BASE 0.75D PG64-22

CL2 ASPH SURF 0.38B PG64-22

TRAFFIC BOUND BASE1.25 38

17.0 17.0

177 318 495

1792 ADJUST MANHOLE EACH 3 3

24072EC MANHOLE WATER TIGHT FRAME AND LID EACH 1 1

755

712

74

74

74

72

787

38

51.9

      GENERAL, PIPE & PAVING      

A
p
r
il
 1
0
,
 
2
0
15

D
A

T
E
 
P

L
O

T
T

E
D
:
 

s
c
o
t
t
.
g
a
b
b
a
r
d

U
S

E
R
:
 

E
-
S

H
E

E
T
 

N
A

M
E
:
 
 
 
 
 
 
 
 

M
ic
r
o

S
t
a
t
io

n
 
v
8
.
11
.
7
.
4
4
3

COUNTY OF ITEM NO. SHEET NO.

   KENTON     6-9005  R2a

          SUMMARY SHEET           

        KY 1486 AT KY 2047        SCALE: NTS

C
:
\

P
W

W
O

R
K
\

S
C

O
T

T
.

G
A

B
B

A
R

D
\

D
10

4
3
3
0
8
\

R
0
0
2
0

A
S

U
.

D
G

N
F
I
L

E
 

N
A

M
E
:
 



GENERAL SUMMARY

S
H

E
E
T
 

N
O
.

SKEW

UNIT TO BID

ITEM CODE

REMARKS

TOTAL PROJECT

ITEM UNIT

PAVING SUMMARY

ITEM

PIPE DRAINAGE SUMMARY

S  Q  U  A  R  E   Y  A  R  D  S

CODE

ITEM

P
R

O
J
E

C
T

T
O

T
A

L

UNITDESCRIPTIONITEM

ALL ASPHALT MIXTURES SHALL BE

ESTIMATED AT 110 LBS. PER SQ. YD. PER INCH OF DEPTH

UNLESS NOTED OTHERWISE.

ESTIMATED AT 115 LBS. PER SQ. YD. PER IN. OF DEPTH.

ESTIMATED 110 LBS. PER SQ. YD. PER IN. OF DEPTH.

ESTIMATED AT 100 LBS. PER SQ. YD. PER IN. OF DEPTH.

ESTIMATED AT 11.5 LBS PER 1000 SQ. FT.

ESTIMATED AT 2 LBS. PER SQ. YD. PER IN. OF DEPTH

ESTIMATED AT 5 LBS. PER SQ. YD. PER IN. OF DEPTH.

ESTIMATED 6% BY WT. AT 109 LBS. PER CU. FT.

FOR CONTROLLING DUST CAUSED BY MAINTAINING

TRAFFIC ONLY.

1490 440

EA LF

8

5

6

7

4

1

2

3

P
R

O
J
E

C
T

T
O

T
A

L

2545

2562

2568

2726

5985

6514

6568

8

CLEARING AND GRUBBING

MOBILIZATION

STAKING

4

SEEDING & PROTECTION

PAVE STRIPING - PERMANENT PAINT 4-INCH

PAVE MARKING - THERMO STOP BAR 24in

LP SUM

SQ FT

LP SUM

LP SUM

LP SUM

TON

SQ YD

LF

LF

1

1

1

INCHES

DEPTH

1.25

0.08

31

STA. 21+34.00

1

TYPE 1

INLET

BOX

DROP

15"

PIPE

ENTRANCE

KY 1486

KY 2047

STA. 13+30.00

511

NO APRON, H=4.15’

RT

RT

ROAD

SENOUR

2.25

ENTRANCE

712

32

72

74

4.00 74

74

ENTRANCE

0.08

0.2

PAVING AREAS

8.9

2.2

712 712

8.9

54.1

0.2

P
R

O
J
E

C
T

T
O

T
A

L

RIGHT-OF-WAY MONUMENT TYPE 1

1585 REMOVE DROP BOX INLET

2200 ROADWAY EXCAVATION

EACH

CU YDS

2242 WATER M. GAL.

2351

2360

GUARDRAIL-STEEL W BEAM-S FACE LF

GUARDRAIL TERMINAL SECTION NO 1 EACH

2429 EACH

2650 MAINTAIN & CONTROL TRAFFIC

2690

TEMPORARY SIGNS

CU YDS

1

1

1

1

1

1

1

CREEK

FOWLER

ROAD

SENOUR

162 162

2 2

2.5 2.5SAFELOADING

20 20

4 4 8

5950 EROSION CONTROL BLANKET SQ YDS 155 220 375

200 460 660

0.03 0.07 0.10

0.3 0.3

4 2 6

2704

2705

2707

2708

SILT TRAP TYPE B

CLEAN SILT TRAP TYPE B

SILT TRAP TYPE C

CLEAN SILT TRAP TYPE C

EACH

EACH

EACH

EACH

5 30

10 60

35

70

2 1 3

240 335 575

200 200

ROAD

SENOUR

4872 POLE 40 FT WOODEN EACH 2 2

NOTES

9 INSTALL/ATTACHMENT INCIDENTAL TO POLE

9

5964 20-10-10 FERTILIZER

10

10 TOTAL AREA TO BE CLEARED IS 0.40 ACRES

TON 0.02 0.03 0.055963 INITIAL FERTILIZER

TON 0.36 0.84 1.205992 AGRICULTURAL LIMESTONE

20

RTSTA. 21+68.97

23229EC

2702

358

301

221

20

3

HIGH FRICTION SURFACE TREATMENT

SAND FOR BLOTTER

ASPHALT CURING SEAL

CL2 ASPH SURF 0.38D PG64-22

CL2 ASPH BASE 0.75D PG64-22

TRAFFIC BOUND BASE

CRUSHED STONE BASE

SQ YDS

TON

TON

TON

TON

TON

TON

6

5

2

2

3

1

2.4 2.4

HIGH FRICTION SURFACE TREATMENT

CRUSHED STONE BASE

SAND FOR BLOTTER

ASPHALT CURING SEAL

CL2 ASPH BASE 0.75D PG64-22

CL2 ASPH SURF 0.38B PG64-22

TRAFFIC BOUND BASE1.25 38

17.0 17.0

177 318 495

1792 ADJUST MANHOLE EACH 3 3

24072EC MANHOLE WATER TIGHT FRAME AND LID EACH 1 1

755

712

74

74

74

72

787

38

51.9

      GENERAL, PIPE & PAVING      

A
p
r
il
 1
0
,
 
2
0
15

D
A

T
E
 
P

L
O

T
T

E
D
:
 

s
c
o
t
t
.
g
a
b
b
a
r
d

U
S

E
R
:
 

E
-
S

H
E

E
T
 

N
A

M
E
:
 
 
 
 
 
 
 
 

M
ic
r
o

S
t
a
t
io

n
 
v
8
.
11
.
7
.
4
4
3

COUNTY OF ITEM NO. SHEET NO.

   KENTON     6-9005  R2a

          SUMMARY SHEET           

        KY 1486 AT KY 2047        SCALE: NTS

C
:
\

P
W

W
O

R
K
\

S
C

O
T

T
.

G
A

B
B

A
R

D
\

D
10

4
3
3
0
8
\

R
0
0
2
0

A
S

U
.

D
G

N
F
I
L

E
 

N
A

M
E
:
 

Dee.McElmurray
Cloud

Dee.McElmurray
Cloud

Dee.McElmurray
Cloud

Dee.McElmurray
Cloud

Dee.McElmurray
Text Box
REVISED 5-27-15



STATION SIDE PIPE SIZE

15"

STRUCTURE TYPE LENGTH

KY 1486

21+34.00

DITCH CONSTRUCTION NOTES

STATION LOC. SIZE-SHAPE QUANTITY D TLINING TYP

1’RT ---V Ditch

1’ ---V DitchRT 250 sq yrds

10+42 - 13+15

Surface Treatment

High Friction

KEY

STATION PAVEMENT TYPE

KY 2047

CONSTRUCT PAVEMENT NOTES

10+00.00 - 13+60.00

QUANTITY

HIGH FRICTION SURFACE TREATMENT 712 sq yrds

RT

CONSTRUCT DRAINAGE

KY 1486

KY 2047

19+50 - 21+24

1’ ---V DitchRT21+44 - 21+78

390 sq yrds

63 sq yrds

15"

KY 2047

13+30.00 31 LFRT Entrance Pipe

1’RT ---V Ditch13+45 - 13+60

ECB

ECB

ECB

ECB 22 sq yrds

ENTRANCE PAVEMENT13+30 Right

KY 2047 STA. 10+00.00

KY 1486 STA. 22+26.13 =

Sta. 22+00.00

KY 1486

End Construction

Sta. 19+50.00

KY 1486

Begin Construction

Sta. 13+60.00

KY 2047

End Construction

Sta. 10+00.00

KY 2047

Begin Construction

Typ 1
Prop DBI

15" Ent Pipe

Prop 31 LF

Exist. 18" Pipe

Safe Load

Exist. DBI
Remove

15’R

25’R

STATION LOC.

---- ----

LT

--

GUARDRAIL CONSTRUCTION NOTES

W Face

---

TYPE LENGTH END TREATMENT 

162 LF 2 - Terminal Section No. 110+70.00 - 12+40.00

KY 2047

14.0’

1

P

Mollyann Childers

P
R

O
P
.  R
/

W

S
11°3

8
’19

"E

8
0
.0

9
’

E
X
. R
/

W

1

P

Mollyann Childers

and Joyce A. Karl

John F. Karl, Jr. 

and Gina L. Egbers

John Micheal Egbers

E
X
. R
/

W

S
0
3
°3

3
’1
5
"W

6
5
.3

6
’

S
16

°1
2
’2

6
"W

6
3
.1
4
’

T
E

M
P
.

EASE. N
51°2

0’2
5"W 46.01’

156.97’
N77°24’47"W

PROP.  R/W

S70
°38
’21"

W20
.78
’

E
X
. R
/

W

(
F
o

w
l
e
r
 

C
r
e
e
k
 

R
d
.
)

>
 

E
x
i
s
t
.
 

K
Y
.
 
1
4
8
6

25.11’

+57’

35’

+40’

38’

+87’

37’

+25’

30’

+66.43’

25.09’

+63’

34’

+03
F.C.R.

35’

+30
F.C.R.

38’

+40
F.C.R.

17.95’

S72°54’37"W

F.C.R.
+40

20.05’

25.67’

+50’

22.12’

+30.96

6.30’

S81°57’42"E
25.14’

+51.07

(Senour Rd.)

> Exist. KY. 2047

S 77°06’58" E81.64’

+71.69

24.85’

S 76°09’35" E63.80’

24.95’

+07.89

20.14’

S77°24’52"E

25.54’’

+88.64S69°22’56"E21.27’

25.03’

+70.30

Chd.=176.73’,Brg.=N0°13’36"W

Arc=178.53’,Rad.=361.95’

A

A

B

B
49.19’

N 13°54’16" E

18
.8
5
’

S
 
3
7
°4
7
’19

" E

13
.6
5
’

S
 
4
0
°4
8
’3
7
" E

2
9
.8
7
’

2

1

25.35’

+76.65
2

Chd.=52.63’,Brg.=S51°02’36"E

Arc=52.89’,Rad.=153.57’
C

D

C

Chd.=23.55’,Brg.=S65°18’28"E

Arc=23.57’,Rad.=153.57’

D

1

24.95’

+04.48
3

3

21.13’

+80.14
F.C.R.

STATION

KY 1486

40 FOOT WOODEN POLE CONSTRUCT NOTES

19+75.50

21+13.50

LOCATION

RT, 30 FEET

RT, 30 FEET
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