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       CONTRACT ID - 082334                  ADMINISTRATIVE DISTRICT - 07

       PROJECT(S) IDENTIFICATION AND DESCRIPTION:

       COUNTY - VARIOUS                              PCN - MP12100000807
       FE01 121 DW08 0000023
       WATERBORNE STRIPING  IN DISTRICT 7 ON VARIOUS ROUTES .  WATERBOURNE PAINT STRIPING.
       GEOGRAPHIC COORDINATES LATITUDE 38^12'33" LONGITUDE  85^40'00"

       COMPLETION DATE(S):
            COMPLETION DATE - September 01, 2009
            APPLIES TO ENTIRE CONTRACT
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CONTRACT NOTES

PROPOSAL ADDENDA
All addenda to this proposal must be incorporated into the proposal when the bid is 
submitted to the Kentucky Department of Highways.  Failure to use the correct and most 
recent bid sheet(s) may result in the bid being rejected.

BID SUBMITTAL
Bidder must use the Department’s Highway Bid Program available on the Internet web 
site of the Department of Highways, Division of Construction Procurement. 
(www.transportation.ky.gov/contract) 

The Bidder must download the bid items created from the web site to prepare a bid 
proposal for submission to the Department.  The bidder must insert the completed bid 
item sheets printed from the Program into the bidder’s proposal and submit with the disk 
created by said program.

JOINT VENTURE BIDDING
Joint Venture bidding is permissible.  However, both companies MUST purchase a 
bidding proposal.  Either proposal may be submitted but must contain the company 
names and signatures of both parties where required.  A joint bid bond of 5% may be 
submitted for both companies or each company may submit a separate bond of 5%.

UNDERGROUND FACILITY DAMAGE PROTECTION
The contractor is advised that the Underground Facility Damage Protection Act of 1994, 
became law January 1, 1995.  It is the contractor’s responsibility to determine the impact 
of the act regarding this project, and take all steps necessary to be in compliance with the 
provision of the act.
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NATIONAL HIGHWAY     
This project is on the NATIONAL HIGHWAY SYSTEM. 
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SPECIAL NOTES FOR WATERBORNE PAINT STRIPING
AND DURABLE WATERBORNE STRIPING 

DISTRICT WIDE CONTRACTS 

DESCRIPTION

Work performed under this contract shall be in conformance with Commonwealth of Kentucky, 
Transportation Cabinet, Department of Highways' Standard Specifications for Road and Bridge 
Construction, 2008 Edition, applicable Special Provisions and general notes and specifications 
included in this proposal and the Standard drawings, 2008 Edition. The U.S. Department of 
Transportation's Manual on Uniform Traffic Control Devices (MUTCD), Current Edition, with 
all published changes and additions shall also apply to this contract.

SCOPE OF WORK

The work performed under this contract shall consist of furnishing and applying waterborne 
paint for 4 inch lines and durable waterborne striping paint for 6 inch lines reflectorized with 
glass beads, to the sections of roadway provided in this contract with a final updated listing 
provided at the pre-construction meeting. This contract is for the installation of centerlines, lane 
lines, edgelines, ramp lines, and gore markings only. Gore markings material shall be same as 
the mainline of the roadway. Special markings such as stop bars, crosswalks, cross-hatching, 
railroad markings, etc. are not to be installed under this contract.

Intersection approach markings such as the edgelines of large painted islands or edgelines on 
mountable medians may be included at the discretion of the Engineer provided they can be 
painted by the striping truck.  Markings that would require application by equipment other than 
the striping truck are not to be installed under this contract.

The vast majority of the work performed under this contract will consist of retracing existing 
lines. The Department will be responsible for pre-marking any section of roadway where the old 
markings are no longer visible or where the existing markings are to be changed.  Edgelines shall 
not be installed on any section of roadway where edgelines do not currently exist without written 
authorization from the Chief District Engineer. The engineer shall provide documentation of all 
changes made to the existing striping configuration on all roadways to the district traffic engineer
so the district striping inventory listing can be updated. 

MATERIALS FOR WATERBORNE PAINT STRIPING

Select Materials for this project to meet the performance requirements detailed in Section 842.  
Initial samples must be submitted for approval prior to initiation of the striping operation.  The 
initial sample may be sent from the manufacturer of the paint.   Obtain samples in accordance the 
Standard Field Sampling and Testing Manual. 
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If the contractor cannot produce documentation detailing the number of days the failing material 
was used on this project, the deduction will be based on the quantity of striping that the failing 
batch of paint represents.

If two random samples fail to meet minimum compositional requirements, striping operations 
will be discontinued.  Before the Contractor is allowed to resume striping, the Department will 
randomly sample and test each lot of paint the contractor has in stock at the storage location.  

For lots of paint that fail to meet the minimum compositional criteria, the stock material will be 
rejected. The contractor will be required to remove all failing paint from his central storage 
location.  Lots that are tested and found to be in compliance with the compositional requirements 
may be used. After Department has sampled all of the material at the central storage area, 
sampling and testing will resume according to the Sampling manual as soon as striping 
operations resume.

BEADS: Beads will only be evaluated as part of the system (through retroreflectivity 
readings). Testing of the coatings, gradation and initial quality of the product applied shall be the 
responsibility of the contractor.

MATERIALS FOR DURABLE WATERBORNE STRIPING PAINT

See attached notes for durable waterborne striping paint. 

BEADS: Beads will only be evaluated as part of the system (through retroreflectivity 
readings). Testing of the coatings, gradation and initial quality of the product applied shall be the 
responsibility of the contractor.

EQUIPMENT

The Contractor's striper shall be equipped with electrical foot counters.  The counters shall 
individually tabulate the amount of footage applied by each striping gun on the carriage, whether 
solid or dashed.  The counters shall be capable of measuring up to six digits and shall have a 
reset feature. The counters shall be calibrated in the presence of the Engineer to insure an 
accurate measurement of the paint applied.  

The Contractor's striper shall be equipped with an accurate dashing mechanism, capable of being 
adjusted to retrace existing lane line or centerline markings as directed by the Engineer. The 
striper shall also be equipped with a detection device that will automatically cutoff the paint guns 
when a raised pavement marker is detected in the pavement. The Contractor, at their own 
expense, shall replace or adequately clean any pavement marker lens that is painted.
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The Contractor’s striper shall be equipped with a Data Logger System.  The Data Logger shall 
read the volume of paint consumed in line.  Flow may be measured by counting strokes of high 
pressure airless pumps, or by counting strokes of low pressure pumps.  From the footage data 
and flow data, the data logger shall calculate, in real time, the gallons per mile of each color of 
paint.  It shall also calculate the average wet film thickness for each color.  Up to four stroke 
counters can be used, two for each color.  The Data Logger shall read and display the ambient 
temperature and also the paint temperature of each of the two colors of paint. The data shall be 
recorded at the beginning of each job and at a minimum of 1 mile increments and the 
accumulated daily usage and shall be stored for later printing. The Data Logger shall be capable 
of storing and supplying the necessary scaling and calibration parameters to the flow meters, and 
shall provide a means of adjusting the calibration factor as necessary.  The Data Logger shall 
include a remote cab mounted display, which shall indicate gallons per mile of actual application 
and of film thickness. In addition the Contractor’s striper shall also be equipped with a calibrated 
measuring device for measuring material in the striper tanks. An Excel spreadsheet shall be 
submitted to the engineer with the Daily Striping Report (DSR). 

The Contractor shall provide a separate sweeping unit powerful enough to remove normal 
highway dirt and debris.  This unit shall not be a part of the striping truck.  

If quality problems persist, the Engineer may require the Contractor to provide detailed operating 
instructions from the manufacturer of the striping equipment.  The Contractor shall then be 
required to operate the striping equipment within the suggested operating guidelines of the 
manufacturer, with particular emphasis on the speed of the striping operation, or make other 
adjustments until the quality of the striping is satisfactory to the Engineer.

CONSTRUCTION

SURFACE PREPARATION 

Prepare surface as per Section 713.03.02 and other requirements listed herein. All surfaces shall 
be swept prior to painting and far enough in advance of the striper so as not to cause dust to mix 
with the paint.  Where, in the opinion of the Engineer, abnormal amounts of debris or other 
material have accumulated beyond the capability of the required sweeping unit which will 
require shoveling or other means to remove, the Engineer will make arrangements, prior to 
painting, to have the material removed by the Department or that section of roadway will be 
deleted from the contract.

QUALITY CONTROL/QUALITY ASSURANCE

Submit Quality Control Plan in accordance with Section 108 and 113 of the Standard 
Specifcations.
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The Contractor shall designate a Quality Control Coordinator for the project who will be the 
contact person for any questions or concerns regarding the quality of the work performed under 
this contract.  The Quality Control Coordinator shall:

• Hold current qualification from the Department as a Pavement Marking Inspection 
Technician; 

• Plan and oversee the Contractor’s evaluation of the lines applied on the project;
• Perform KM-202, for all striping applied and provide completed test reports to the Engineer;
• Adjust the application process to consistently produce the quality of line desired;
• Notify the Engineer of any changes in the striping work plan that are determined necessary;
• Inform and mobilize crews to complete restriping or corrective work (after notification by the 

Department);
• Supply the appropriate certifications for paint to the Engineer assigned to the particular 

project at the time of sampling ;
• Track the quantities of materials supplied by the vendors and applied by the painting crew; 

and
• Meet with the Engineer to discuss and/or conduct field reviews on the project throughout the 

execution of the contract.

At the Pre-construction Conference, the Contractor shall furnish the Department a quality control 
plan that covers in detail the following items:

• the name, address, phone and fax numbers for the Quality Control Coordinator;
• the names of individuals other than the Quality Control Coordinator taking readings in 

accordance with KM202 ( these people shall hold qualification from the Department as 
Pavement Marking Inspection Technicians)

• an overall work plan which states the estimated starting and completion dates for the entire 
project, the number of crews to be used on the project and a general description of how the 
project will be completed;

• a description of the striping equipment to be used on the project, including make and model 
of each striper, minimum and maximum operating speeds, and type of instruments to be used 
to calibrate the flow of paint and beads;

• the frequency and method to be used to monitor application rates and quality of the line 
(specifically with regard to retroreflectivity, width, thickness, bead distribution, tracing 
accuracy, etc.); 

• a list of paint(s) and bead(s) to be used in this contract along with a statement from the paint 
manufacturer that indicates the application temperature of the paint, the recommended 
ambient and road temperatures, and guidelines for any other environmental factors that 
would adversely affect the successful performance of the paint; and

• the contact person, phone, e-mail and fax numbers for reporting claims for paint on vehicles.
• submit the description and product literature of the reflectometer to be used to the Engineer

assigned to the project for approval.
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Acceptance of the Contractor’s quality control plan is required prior to the start of work. The 
Department reserves the right to require the Contractor to make changes in his quality control 
plan and operations to obtain the quality specified in the contract.

After acceptance by the Department, the Contractor shall notify the Engineer in writing of any 
proposed change.  Proposed changes are subject to acceptance by the Department. 

The Department will perform Quality Assurance (QA) testing on (at least) 20% of the test data 
submitted by the Contractor. QA testing is intended to verify the Contractors QC test data.  
Upon receipt of the Contractors’ test report for a section, the QA Inspector will randomly select 
(at least) 20% of the segments for evaluation and test in accordance with KM202 (with the 
exception of the evaluation period if greater than 60 days old) within 2 weeks of the QC testing.  
The Inspector will evaluate zones within the segments designated by the QC test report.  

The Department will base payment on the Contractor’s QC test results if:

• the QC  results (for each segment evaluated) are passing and
• the QC and QA mean values differ by less than 10%. 

If a dispute should arise regarding the acceptability of the Contractor’s QC test results the 
dispute resolution shall be conducted as follows: 

1. If the retroreflectivity values obtained during the QA testing indicate failure within the 
segment or the mean values differ by more than 10 %; the Contractor and the QA Inspector 
will compare the readings taken with the two instruments.  Additional readings will be taken 
within that segment, if necessary. 

2. If the variance between QC and QA testing does not indicate a change in the pay quantities 
for the segment (i.e. QC and QA readings are both passing but there is more than a 10% 
difference between the mean values) no additional readings will be necessary.  However, an 
effort should be made as soon as possible, when a discrepancy between mean values is 
greater than 10%, to determine what has caused the discrepancy and how it can be resolved.

3. If the variance between QC and QA testing does indicate a change in the pay quantities for 
the section (i.e. QC readings are bonus and QA readings are only passing and there is more 
than a 10% difference between the mean values) additional readings will be necessary.  To 
obtain additional readings, the QC and the QA will establish new zones, within the segments 
in question, to represent the section of striping.  The QC and QA inspectors will perform the 
required evaluations on these zones together.

4. If the mean of the readings taken during the evaluation (detailed in Section 3) do not agree 
(within the allowed 10% variance) and there is a dispute regarding the pay factor; or if 
resolution to the variance cannot be reached by the QC and QA Inspectors; additional testing 
along with the QC and QA inspectors, will be performed by the Central Office Division of 
Maintenance and/or Division of Materials to resolve the dispute.  The readings obtained by 
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the Central Office representatives will be taken in accordance with KM202 (with the 
exception of the evaluation period if greater than 60 days old).  The readings will be obtained  
within two weeks of a written request from the District Quality Assurance Inspector and the 
Contractors’ Quality Control Inspector for all sections in dispute.  The readings taken by 
Central Office personnel will be used to determine whether the original QC or QA readings 
will be considered final for the sections in dispute and payment will be based on those 
original readings.

The Department reserves the right to take over the QC portion of testing.  In the event that the 
Department exercises this option, the Contractor will incur the cost of testing performed by the 
Department.

The Department will furnish the Contractor with a blank electronic copy of the Contractors Daily 
Striping Report (DSR).  The Contractor shall complete and furnish this standard DSR to the 
Engineer’s office daily for each crew for each color. The information on the DSR shall reflect 
the milepoints and quantities for striping completed for that day for that crew. The Contractor 
shall also include with the DSR the paint certification for paint used on that day’s striping.
(Sample attached)

APPLICATION OF STRIPING

All pavement markings shall be installed in accordance with Part III of the MUTCD, Standard 
Specifications and these notes.  Roadways shall be marked with 4", 6", 8" and 12" lines as 
indicated in the plans. The four-inch line shall not be less than four inches nor more than five 
inches in width. The six-inch line shall not be less than six inches nor more than seven inches in 
width. All of the Interstate and Parkway system shall be marked with six-inch lines.  Gore area 
markings shall be installed at twice the width of the normal line width on that portion of 
roadway.  All lines shall have distinct, clean edges with proper bead distribution across the entire 
width and length of the line.

Passing zones and lane lines shall be installed as a 10’ segment of paint with a 30’ gap.  The 
length of the 10’ segment shall not be less than 10’ nor longer than 10 feet 6 inches.  The stripe-
gap cycle shall not be less than 39 feet 6 inches and no longer than 40 feet 6 inches. 

Apply paint and beads according to manufacturer’s recommendations. 

If the Engineer determines that the quality of the striping applied by the Contractor is 
unsatisfactory with regard to retroreflectivity, bead distribution, paint thickness, overspray, 
accuracy of retracing, line width, consistency, tracking, etc., he may stop the striping operation 
immediately until the Contractor can demonstrate that the problem has been corrected. 
Substantial quantities of poor quality striping, as determined by the Engineer, shall be considered 
a “striping error” and shall be handled as below.

Various Counties
FE01 121 DW08 0000023

Contract ID: 082334
Page 12 of 76



MARKING REMOVAL 

Any striping error that requires removal of a line applied by the Contractor shall be removed, at 
the Contractor's expense, by water blasting only (See SN 10W).  This removal process shall be 
done in a manner that shall not be detrimental to the pavement. Upon notification of a striping 
error by the Engineer, the Contractor shall be required to begin the process of correcting the 
striping error within five working days and shall work continuously to complete the corrective 
work prior to striping any other section of roadway included in this contract.  Liquidated 
damages, as outlined in the Standard Specifications, shall apply for each day beyond the five 
working days that the Contractor has not begun to correct the striping error or continuously 
worked to complete the corrective work.

The Contractor shall be responsible for the appropriate disposal of all paint containers, waste 
products, etc. The Contractor shall also be responsible for all necessary cleanup of any paint or 
other material that is spilled onto the pavement or elsewhere as a result of his operations.

The Contractor shall be responsible for protecting the line from traffic until dry to eliminate 
tracking.  For the purposes of measuring retroreflectivity, the occasional incidence of tracking 
will be handled in accordance with KM 202.  However, retroreflectivity readings will be taken 
on sections with substantial amounts of tracking and the readings will be used in the calculation 
of payment.  If the contractor elects to use additional trail vehicles beyond what is specified in 
the TRAFFIC CONTROL PLAN, the additional cost shall be incidental to the bid item 
“Maintain and Control Traffic. “

PAINT ON VEHICLES

The Contractor shall be responsible for addressing disputes with the public regarding paint on 
vehicles that occur as a result of his operations.  All complaints from the public shall be 
addressed in a timely manner and the Contractor must demonstrate a “good faith” attempt to 
resolve disputes to the satisfaction of the citizen.  However, the Contractor shall have the right to 
dispute fault and refuse settlement in cases where the Contractor feels that paint on the vehicle 
was a result of negligence on the part of the citizen. Unresolved disputes involving paint on 
vehicles shall be handled through the legal system. The Department shall not be held responsible 
for paint on vehicles under any circumstances.

RETROREFLECTIVITY REQUIREMENTS

Although the paint used on this project will be tested by the Department for various 
compositional requirements and minimum acceptable application rates for paint and beads are 
specified elsewhere in this proposal, it shall be the responsibility of the Contractor to insure that 
all striping meets the retroreflectivity requirements specified in this contract.
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Retroreflectivity readings will be taken only by qualified employees of the Department and 
Contractor who hold qualification from the Department as Pavement Marking Inspection 
Technicians or by a Department approved vendor. Portable readings will be taken in accordance 
with KM202.

The Department may choose to obtain retroreflectivity readings using a mobile 
retroreflectometer.  Mobile retroreflectometer readings will be taken using a 30M-geometry 
instrument by a Department approved vendor in accordance with KM203.

The minimum retroreflectivity requirements shall meet Section 713.

Restriping will be required for striping that fails to meet the minimum retroreflectivity 
requirements. The provisions for restriping are described in the section of this contract entitled 
MEASUREMENT AND PAYMENT. Complete restriping within 30 calendar days after 
notification by the Engineer except that no striping will be performed after October 15, 2009. 
All aspects of this specification shall apply to lines that are repainted due to failure to meet the 
requirements of this specification including the retroreflectivity requirements. 

Liquidated damages, as outlined in the Standard Specifications, shall be assessed for each day 
beyond the 30 calendar days that repainting is not completed and shall accrue until the October 
15, 2009 deadline.  At that point, no additional striping will be performed and payment will be 
based upon the Payment Schedule.

SCHEDULING AND PRIORITY PAINTING

The contractor shall begin painting no later than May 1, 2009. At the Pre-construction 
conference, the Engineer may provide the contractor with a list of priority routes (not to exceed 
10 percent of the total project estimate) which are to be painted prior to June 1, 2009. The 
painting of all scheduled routes shall be completed by September 1, 2009. The Contractor shall 
be assessed liquidated damages as outlined in Section 108.09 of the Standard Specifications for 
each calendar day that any of the scheduled routes are not painted with all lines. 

The Contractor shall coordinate the daily striping schedule, in advance, with the Engineer. Once 
priority routes ( if any ) are finished, work must be completed in a county, per color,  prior to 
advancing elsewhere except when approved in writing by the Engineer.  The Contractor shall 
coordinate the striping schedule to ensure that when striping is required of both YELLOW 
and WHITE lines on a particular road, said striping shall be performed within two (2) 
weeks time. The Engineer may require the Contractor to prepare a written striping schedule for 
the entire project, taking into account the priority routes.  If required, this schedule shall be 
presented to the Engineer prior to the commencement of work and shall be updated each week.  
If a written schedule is not required initially, the Engineer reserves the right to require that a 
written schedule be provided at any point during the execution of this contract.  Also, the 
Contractor shall be accessible to the Engineer for the purposes of monitoring the Contractor’s 
quality control, traffic control, and obtaining paint samples.
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The Engineer may eliminate any route from the schedule if it is determined that the route does 
not require painting.  Also, the Engineer may add additional routes deemed necessary to be 
painted.

MEASUREMENT AND PAYMENT

The Contractor will be paid for the actual linear miles (rounded to the nearest hundredth) of four-
inch and six-inch solid line for each color applied, as determined by the Engineer. Payment for 
lines other than four-inch and six-inch in width shall be as follows:

 
8" LINES ________________________________ 2.0 x RATE FOR 4" LINES

12" LINES ________________________________ 2.0 x RATE FOR 6" LINES

Full payment to the Contractor for the bid item 4" and 6” PAVE STRIPING WB (COLOR) will 
be based upon successful compliance with the retroreflectivity requirements outlined in this 
proposal.   The Contractor will be paid 60% of the payment for the bid item after application of 
striping to a particular section of roadway. The remaining payment will be made based upon the 
following procedure and the Payment Schedule:

The work completed in one day by one striping crew for each color will be considered a section.  
Each section will be divided into segments (according to KM 202 or KM 203) for the purpose of 
evaluating retroreflectivity.

1. If 80% or more of the readings taken within a segment are above the specified minimum 
retroreflectivity for each color, the segment will be considered as passing.

2. If a section is not accepted and less than 60% of the readings are above the specified 
minimum the contractor will be required to restripe.  The restriping will be subject to the same 
requirements as the original striping. 

3. If a section is not accepted and the number of passing readings is ≥ 60% and                  < 
80%, the Contractor will be asked to restripe failing segments.  The Contractor has the 
following options:

• Restripe segment at no additional cost to the Department; or

• If time does not allow for the segments to be restriped, accept deduction in payment for 
striping that has been determined below standard with the understanding that the 
Contractor may forfeit the incentive monies.
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Payment Schedule

Initial Payment Final Payment Total Payment
Passing 60% 40% 100%
Below 

Standard w/ 
deduction

60% 20% 80%

Failing 60% 0% 60%

A deduction in payment will be made for using paint that fails to meet the required material 
composition requirements as outlined in the MATERIALS section of this specification.

INCENTIVE PAYMENT

The Contractor will be eligible for incentive payment based on the retroreflectivity for each color 
for the entire contract and the following requirements:

• all striping on the routes listed in the bid proposal, including any adjustments provided at the 
Pre-construction conference, is completed prior to the completion date of September 1, 
2009;

• at least 95% of the total line miles striped under this contract shall be considered passing as 
defined in the measurement and payment section of this contract; and

• exceptional retroreflectivity has been achieved as defined in the table below.

Exceptional Retroreflectivity

Yellow > 275

White > 350

The Department will calculate the incentive payment by multiplying the payment for the total 
line miles striped for each color by the appropriate Pay Value listed in the "Exceptional 
Retroreflectivity Adjustment Schedule" below:

Exceptional Retroreflectivity Adjustment Schedule

Percent of Readings
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 in Exceptional Category Pay Value

50 – 54 +0.05
55 – 59 +0.06
60 – 64 +0.07
65 – 69 +0.08
70 – 74 +0.09
 •75 +0.10

The retroreflectivity readings taken on lines that are restriped will replace the readings obtained 
on the initial striping for the purposes of calculating the incentive.

EXTENSION OF CONTRACT

Ø This contract may be extended for additional one year periods provided both the 
Department and the Contractor agree to exercise this option.  The contract may be 
extended in one year increments for a total of two additional years after completion of the 
initial contract.  The Department will initiate the offer to extend the contract after the 
completion of all striping and a review of the Contractor’s performance from the prior 
year. 

If extended, the following new provisions will be included in the extended contract:

Ø Unit bid prices will remain the same for each year this contract is extended.

Ø The datalogger reporting will be used as a quality control measure to ensure consistent 
application of striping.

Ø Quantities to be striped in the extended year may be increased or decreased as a result 
of the durability of the previous striping year or at the discretion of the District.

CONTRACT EXPIRATION

This contract will expire on December 31 of the calendar year of the contract, unless an 
extension of contract has been approved and processed for an additional one-year period.

RETROREFLECTOMETER

Provide two new retroreflectometers each year for the first two years of the contract, 2009 and 
2010, if the contract is renewed.  Deliver retroreflectometers to the Chemistry Section at the 
Division of Materials in Central Office on Wilkinson Blvd in Frankfort, KY on or before 
February 2nd of each year. For material and equipment requirements of the new 
retroreflectometers, see Specification for Reflectometer for Determining the Coefficient of 
Retroreflected Luminance of Pavement Markings. 
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Measurement: The Department will measure the quantity as each.

Payment. The Department will make payment for the completed and accepted quantity of 
retroreflectometers.  The Department will consider payment as full compensation for the 
furnishing, delivering and all work required under these notes. 

finalstriping notes all except 5.doc
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SPECIAL NOTE FOR DURABLE WATERBORNE 6” STRIPING PAINT

DESCRIPTION.  This special note covers quick-drying durable waterborne pavement striping 
paint for permanent applications. The paint shall be ready-mixed, one-component, 100% acrylic 
waterborne striping paint suitable for application on such traffic-bearing surfaces as Portland 
cement concrete, bituminous cement concrete, asphalt, tar, and previously painted areas of these 
surfaces.

Approval. Select materials that conform to the composition requirements below.  Provide 
independent analysis data and certification for each formulation stating the total concentration of 
each heavy metal present, the test method used for each determination, and compliance to 40 
CFR 261 for leachable heavy metals content.  Submit initial samples for approval before 
beginning striping operations.  The initial sample may be sent from the manufacture of the paint.  
The Department will randomly sample and evaluate the paint each week that the striping 
operations are in progress.

The non-volatile portion of the vehicle shall be composed of a 100% acrylic polymer as 
determined by infrared spectral analysis. The acrylic resin used shall be a 100% cross-linking 
acrylic as evidenced by infrared peaks at wavelengths 1568, 1624, and 1672 cm-1 with intensities 
equal to those produced by an acrylic resin known to be 100% cross-linking.

PAINT COMPOSITION
Property and Test Method Yellow White
Daytime Color (CIELAB) 
Spectrophotometer using 
illuminant D65 at 45º illumination 
and 0º viewing with a 2º observer

L* 81.76
a* 19.79
b* 89.89

Maximum allowable 
variation 2.0•E*

L* 93.51
a* -1.01
b* 0.70

Maximum allowable 
variation 2.0•E*

Nighttime Color (CIELAB) 
Spectrophotometer using 
illuminant A at 45º illumination 
and 0º viewing with a 2º observer

L* 86.90
a* 24.80
b* 95.45

Maximum allowable 
variation 2.0•E*

L* 93.45
a* -0.79
b* 0.43

Maximum allowable 
variation 2.0•E*

Heavy Metals Content Comply with 40 CFR 261 Comply with 40 CFR 261
Titanium Dioxide
ASTM D 4764

NA 10% by weight of pigment 
min.

VOC
ASTM D 2369 and D 4017

1.25 lb/gal max. 1.25 lb/gal max.

Contrast Ratio
(at 15 mils wft)

0.97 0.99

Manufacturers Certification. Provide a certification of analysis for each lot of traffic paint 
produced stating conformance to the requirements of this section.  Report the formulation 
identification, traffic paint trade name, color, date of manufacturer, total quantity of lot produced, 
actual quantity of traffic paint represented, sampling method utilized to obtain the samples, and 
data for each sample tested to represent each lot produced.

ACCEPTANCE PROCEDURES FOR NON-SPECIFICATION DURABLE 
WATERBORNE PAVEMENT STRIPING PAINT.  When non-specification paint is 
inadvertently incorporated into the work the Department will accept the material with a reduction 
in pay.  The percentage deduction is cumulative based on its compositional properties, but will 
not exceed 60 percent.  The Department will calculate the payment reduction on the unit bid price 
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for the routes where the non-specification paint was used.

DURABLE WATERBORNE PAVEMENT STRIPING PAINT REDUCTION 
SCHEDULE

Non-
conforming 
Property

Resin Color Contrast TiO2 VOC Heavy 
Metals 
Content

Reduction 
Rate

60% 10% 10% 10% 60% 60%
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Specification for Reflectometer for
Determining the Coefficient of Retroreflected Luminance of Pavement Markings

1. MEASUREMENT PARAMETERS:

1.1. Geometry: The retroreflectometer (instrument) shall be constructed to 
simulate the driver observation angle found at a 30-meter
distance from the marking and in accordance with ASTM E 1710.

1.1.1. Entrance angle of 88.76 degrees.
1.1.2. Observation angle of 1.05 degrees.

1.2. Working Range: The instrument shall have a working range of 0 to 2,000 
mcd·m-2·lx-1.

1.3. Marking Types & Conditions: The instrument shall be capable of measuring 
retroreflectivity on planar (flat) and profiled (textured) markings under both wet 
and dry conditions. The instrument shall be able to measure in accordance with 
ASTM E 2176 and E 2177. The instrument shall be capable of compensating for 
stray light allowing for full daylight measurements.

1.4. Depth Ability - Profile Markings: The instrument shall have a depth ability 
which enables the instrument to accurately measure profile pavement markings in 
accordance with ASTM E 1710 with a profile height/depth of up to 0.55 in. (14 
mm).

1.5. Measurement Fields: The instrument shall utilize an illumination field that is 
wholly contained within the observation field. The instrument shall measure the 
retroreflectance of an area of at least 7.9 in. (200 mm) in length by 1.8 in. (45 
mm) in width.

1.6. Measurement: The instrument measurement shall include the following data: 
Retroreflectivity (Rl); GPS coordinates of measurement location with number of 
usable satellites, horizontal dilution of precision, and fix/no fix; date and time; 
averaging data with series size and series count; marking icon; series ID; user ID.

1.7. Illumination and Detection: The instrument shall utilize a system response 
illuminant type ‘A’ and CIE observer sensitivity.

1.8. Positioning Data: The instrument shall include the following as a minimum to 
qualify itself as GPS capable:

1.8.1. The coordinates of the location of the instrument shall be recorded 
with each measurement of retroreflection.
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1.8.2. The instrument will measure, display, and record, along with the 
position coordinates, the number of satellites used to determine such 
coordinates for each reading and the horizontal dilution of precision.

1.8.3. The GPS receiver must receive all operational power from an 
internal supply source.

1.8.4. The GPS receiver shall be contained wholly within the reflectometer 
housing.

1.8.5. The accuracy of the GPS data under optimal conditions shall be 6.5 
ft. (2.0m) CEP.

2. CALIBRATION / ACCURACY:

The instrument shall be supplied with two calibration standards as described 
below.

2.1. Field Calibration: The instrument shall be supplied with a working field 
calibration assembly, which contains a working reflection standard and a light 
trap for field calibration purposes.

2.2. Traceable Calibration: The instrument shall be supplied with a master 
calibration assembly, which is made up of a light trap and a calibrated reflection 
standard. The calibrated reflection standard must be traceable to an accredited 
national standards laboratory through an ISO17025 certified testing and 
calibration laboratory. A certificate of conformance and traceability shall
also be supplied with the traceable master calibration reflection standard.

2.3. Calibration Standards: Both of the reflection standards shall be made of a 
durable diffuse reflector without glass beads that is uniform and consistent across 
the whole reflector face.

2.4. Stray Light Compensation: The instrument shall actively detect for and 
compensate for the normal level of stray light present as part of each 
retroreflectivity measurement.

2.5. Color Correction: The instrument shall be internally color corrected to allow 
measurement of various colored markings without requiring recalibration using 
colored reflection standards. The color correction shall comply with ASTM E 
1710 section 6.3.2 for selected filters.

2.6. Water Spray Protection: To avoid build-up of water droplets on the optical 
window (causing inaccurate readings) when taking readings in accordance with 
ASTM E 2176, any part of the instrument’s measurement field shall for such 
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readings be no closer to the optical window than 17.3 in. (440 mm). The 
instrument shall have a built-in shield which prevents the ASTM E 2176
water spray to get no closer to the optical window than 16.5 in. (420 mm).

2.7. Repeatability: The repeatability of measurements taken with the instrument 
shall be within 2%.

2.8. Reproducibility: The reproducibility of measurements taken with the 
instrument or other like instruments shall be within 5%.

3. CONSTRUCTION:

3.1. Basic Construction: The instrument shall be constructed with an internal 
metal frame to which the illumination and observation sources shall be mounted 
in order to maintain a fixed geometry. The instrument shall have an external shell 
made of impact resistant plastic.

3.2. Wheels: The instrument shall come with semi-permanent wheels.

3.3. Portability: The instrument shall be completely self-contained with no 
external battery packs or electronic components. The handle assembly must be 
retractable to the instrument body when not in use.

3.4. Dimensions: The instrument’s physical dimensions, excluding any 
detachable, folding or extending parts, shall be 22.6 in. (573mm) long; 8.7 in. 
(222 mm) wide; 21.2 in. (538 mm) high.

3.5. Power Source: The instrument must be powered by a nickel metal hydride 
battery (NiMH). The battery shall be semi permanently mounted, internal to the 
instrument.

3.6. Electronics Shielding: The instrument shall comply with FCC-CFR47 part 15 
class to be fully shielded to eliminate external electromagnetic interference with 
its performance and block internal electromagnetic radiation.

3.7. Optics: The optics of the instrument shall be fixed within the aluminum 
frame, totally enclosed and protected by a sealed glass window.

3.8. Display Shield: The instrument shall be provided with a retractable shield that 
will protect the display when the unit is not in use. The shield shall be fabricated 
from aluminum in such a manner as to cover the display in to its furthest extent.

4. USE AND CONTROL:
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4.1. Keyboard Panel: Use of the instrument shall be through the use of 
programmed control buttons, directional navigation buttons, and a liquid crystal 
display.

4.2. Multilingual: The instrument shall have the self-contained ability to output 
display menus and readings in English and Spanish.

4.3. Ease of use: The unit shall have an ergonomic handle/interface design, which 
will afford the user a single-handed operation.

4.4. Timing: The instrument shall be able to take a single measurement in less 
than 0.5 seconds and have a maximum required time between measurements of 2 
second.

4.5. Data Storage: The instrument shall utilize internal non-volatile memory for 
storing measurement data. The instrument shall be capable of collecting 1,500 
measurements with a fully charged battery. The GPS data shall be stored 
internally along with each retroreflectivity measurement. Each stored 
measurement must be identifiable by way of a series identifier, user identifier, and 
a marking type icon.

4.6. Data Output: The instrument shall contain a built in thermal printer capable 
of providing a paper printout of individual measurement and averaging details or 
stored measurements. The instrument shall be equipped with a serial interface port 
to allow for software compatible data output, extended control, calibration and 
diagnostics. The GPS data shall be shown on the display screen and printed out 
with the individual measurement.

4.7. Internal Error Detection: The instrument must indicate on the display, 
printout, and data log whenever detectable errors exist, such as excessive stray 
light, low battery or incorrect calibration.

4.8. GPS Fix: The instrument during normal use must advise the operator if the 
GPS fails to have a fix when a reading is taken. The operator shall be given the 
options of a) taking the measurement anyway, b) not taking the measurement, or 
c) turning off the GPS function.

5. EQUIPMENT:

5.1. Standard Accessories: The instrument shall be equipped complete with a 
user’s manual, quick guide, battery charger, battery, carrying case with wheels, 
printer paper, wheel assembly, interface software, communications cable, working 
reflection standard and a calibrated master reflection standard.

6. TECHNICAL SUPPORT & SERVICE:
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6.1. Training: The manufacturer and/or authorized representative shall provide 
training and/or technical service as required by the Kentucky Transportation 
Cabinet. The successful bidder must provide no less than three hours of on-site 
training within two weeks of receipt of the instrument(s), or at a time requested by 
the Kentucky Transportation Cabinet.

6.2. Factory Services: The instrument must have a factory certified maintenance 
program available for yearly service checks to verify instrument performance and 
reference standard condition.

7. WARRANTY:

7.1. Warranty Period: The instrument shall be warranted for a period of one year 
against defective parts and workmanship.
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TRAFFIC CONTROL PLAN
Durable Waterborne and Waterborne Paint Striping

1. Traffic shall be maintained in accordance with the MUTCD, the Standard 
Specifications for Road and Bridge Construction, and the Standard Drawings, 
current editions.

2. Contrary to Section 112 of the Standard Specifications, all items necessary to 
maintain and control traffic shall be included in the bid item “Maintain and 
Control Traffic.” Measurement will be each and will be paid one (1) time per 
year.

3. Any temporary traffic control items, devices, materials, and incidentals shall remain 
the property of the Contractor, unless otherwise addressed, when no longer needed.

4. The Engineer will approve all signing before the Contractor can start work.

5. If the Contractor desires to deviate from the traffic control scheme outlined in the 
standard drawings, he shall prepare an alternate plan and present it in writing to the 
Engineer. This alternate plan can be used only after review and approval of the 
District and the Divisions of Traffic and Construction.

6. The Contractor's vehicles shall always move with and not across or against the flow 
of traffic. These vehicles will not be permitted to make U-turns at any location.  The 
striper will not be permitted to stop and back down the road or ramps to stripe gore 
lines and turn lanes.  Vehicles shall enter or leave work areas in a manner that will 
not be hazardous to, or interfere with, normal traffic flow.  Vehicles shall not park 
or stop except within designated work areas. Personal vehicles will not be permitted 
to park within the right-of-way except in specific areas designated by the Engineer.

7. The paint supply truck shall not be allowed to operate as one of the traffic control 
vehicles shown on the standard drawings.  If one of the required traffic control 
vehicles experiences mechanical problems or for some other reason is not available 
to remain in position as shown in the traffic control scheme, the striping operation 
shall cease until all required vehicles are in place.

8. Striping may not be permitted on any roadway during the peak times of the day, 
holiday periods, or special events as determined by the Engineer. 

9. On two-lane, two-way highways, the Contractor shall make provisions to the 
satisfaction of the Engineer to periodically allow traffic to safely pass the train of 
vehicles in the striping operation.  
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10. In low speed, urban situations, the intermediate trail vehicle, shown between the 
striper and the final trail vehicle on the attached traffic control drawings, may be
deleted at the discretion of the engineer. 

traffic control plan.doc
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I-64
Woodford

Begin MP End MP 6" Yellow 6" White Comments
59.431 67.106 15.4 21.1

Scott
Begin MP End MP 6" Yellow 6" White Comments

67.106 71.000 7.8 10.7

Fayette
Begin MP End MP 6" Yellow 6" White Comments

71.000 74.729 7.5 10.3
81.037 89.480 16.9 23.2

Clark
Begin MP End MP 6" Yellow 6" White Comments

89.480 104.260 29.6 40.6

Montgomery
Begin MP End MP 6" Yellow 6" White Comments

104.260 115.647 22.8 31.3
I-64 Total 99.8 137.2

I-75
Madison

Begin MP End MP 6" Yellow 6" White Comments
74.408 97.703 46.6 64.1

Fayette
Begin MP End MP 6" Yellow 6" White Comments

97.703 99.000 2.6 3.6
99.000 107.453 16.9 25.4
99.000 120.792 43.6 59.9

Scott
Begin MP End MP 6" Yellow 6" White Comments

120.792 143.239 44.9 61.7
I-75 Total 154.6 214.6
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BG 9002
Anderson

Begin MP End MP 6" Yellow 6" White Comments
44.807 52.315 15.0 18.8
56.287 61.947 11.3 14.2

Mercer
Begin MP End MP 6" Yellow 6" White Comments

52.315 56.287 7.9 9.9

Woodford
Begin MP End MP 6" Yellow 6" White Comments

61.947 71.134 18.4 23.0
BG 9002 Total 52.7 65.8

KY 9000
Clark

Begin MP End MP 6" Yellow 6" White Comments
0 11.913 23.8 29.8

KY 9000 Total 23.8 29.8

District Total 330.9 447.5
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MP Routes

ANDERSON
Route Begin MP End MP 4" Yellow 4" White Comments
US62 0.00 7 11.9 14.0
US62 7.00 13.57 11.2 0.0
US62 16.414 22.91 12.3 13.0
US127 0 6.96 14.3 14.6
US127 6.96 11.12 0.0 10.4
US127B 0 6.67 0.0 16.7
KY44 0 13.89 26.4 29.2
KY53 0 5.95 10.1 0.0

74.3 83.9

BOURBON
Route Begin MP End MP 4" Yellow 4" White Comments
US27 0 6.61 0.0 14.5
US27 6.61 15.44 16.8 18.5 MP 6.61 starts curb & gutter
US68 0 2.36 4.5 0.0
US68 X 0 2.77 2.8 3.3
US68 One-Way 1.07 1.78 0.0 0.2
US459 7 10.36 6.0 7.1
US460 18.2 21.94 6.7 7.9
KY57 0 12.72 20.4 0.0
KY353 0 6.5 10.4 13.7
KY627 8.83 9.28 0.7 0.0

68.3 65.2
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MP Routes

BOYLE
Route Begin MP End MP 4" Yellow 4" White Comments
US68 0 1.25 2.1 2.9
US68 5.15 6.50 2.3 3.1
US68 6.5 9.83 5.7 0.0
US127 3.14 8.08 12.4 7.4
US127 One-Way 4.67 5.39 0.0 0.2
US127 B 0 5.27 10.5 13.2
US150 0 18.51 33.3 30.5
US150 B 0 2.27 4.5 5.9
KY33 0 2.29 3.4 0.0
KY34 0 12.26 0.0 24.5
KY34 12.26 15.76 6.0 7.0
KY34 15.76 18.99 5.5 0.0
KY52 0 5.11 8.9 10.2
KY2168 0 1.46 2.6 0.0

97.2 105.0

CLARK
Route Begin MP End MP 4" Yellow 4" White Comments
US60 0 4.68 8.9 9.4
US60 6.68 8.30 3.1 2.8
KY89 0 15.96 28.7 31.9
KY418 3.47 5.65 3.7 0.2 White at KY627
KY627 5.89 10.08 8.4 8.4
KY1958 0 5.33 12.8 13.9 Old Bypass

65.6 66.6
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MP Routes

FAYETTE 
Route Begin MP End MP 4" Yellow 4" White Comments
US25 8.15 11.64 0.0 1.9 Skips and turn lanes only
US25 11.64 13.43 3.0 1.0 Do not stripe white edgelines
US25 14.15 18.89 8.1 9.5
US25 One-Way 13.43 14.32 0.0 0.5
US27 0 6.00 10.2 12.0
US27 6.00 8.45 0.0 4.9
US27 8.45 9.98 2.6 3.1
US27 One-Way 5.46 5.67 0.1 0.1
US60 0 12.25 0.0 8.6 Skips and turn lanes only
US60 One-Way 7.75 8.25 0.0 0.2
US68 0 6.19 0.0 4.3 Skips and turn lanes only
US421 0 2.3 5.1 9.2 Do not stripe outer bike lane
US421 2.3 8.17 0.0 12.3
KY4 0 19.28 0.0 10.6 Skips and turn lanes only
KY57 0 1.5 2.4 3.6
KY353 0 6.75 16.9 12.2
KY418 0 2.745 0.0 1.6 Skips and turn lanes only
KY859 0 3.25 5.9 6.5
KY922 0 3.08 0.0 6.2 Skips and turn lanes only
KY1681 0 7.82 13.3 15.6
KY1973 19.21 22.35 0.0 6.3
KY1974 5.44 10.5 11.1 2.5 Skips and turn lanes only
KY1974 10.5 13.24 6.0 5.8

84.6 138.3

GARRARD
Route Begin MP End MP 4" Yellow 4" White Comments
US27 0 16.42 27.9 32.8
KY34 0 1.61 2.7 3.2
KY39 6.25 17.97 19.9 0.0
KY52 0 5.60 9.5 11.2 Thermo starts at MP 5.6
KY52 13.40 16.62 5.5 6.4
KY152 0 4.93 9.4 9.9
KY954 0 7.56 14.4 0.0
KY1295 0 6.97 13.2 0.0

65.6 53.7
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MP Routes

JESSAMINE
Route Begin MP End MP 4" Yellow 4" White Comments
US27 6.01 15.28 0.0 5.6 Skips and turn lanes only
US27 X 0 3.89 6.6 5.8
US68 4.3 10.1 11.0 11.6
US68 10.10 12.01 0.0 4.8
KY29 7.04 10.68 6.2 9.1
KY33 0 1.26 2.1 3.2
KY169 9.48 16.49 11.9 0.0
KY1268 12.06 14.01 3.3 0.0
KY2332 0 0.13 0.2 0.0

41.4 40.0

MADISON
Route Begin MP End MP 4" Yellow 4" White Comments
US25 0 5.95 10.7 12.5
US25 12.03 28.16 32.3 33.9
US25 X 0 3.65 7.3 3.7
US421 0 2.44 4.4 5.1
KY21 0 14.20 27.0 17.0
KY52 10.50 18.1 14.4 15.6
KY169 0 8.05 13.7 0.0
KY388 0 2.10 3.6 0.2
KY627 0 6.07 10.9 0.0
KY876 7.10 10.00 0.0 1.2 White-Turning Lanes and Skips Only
KY954 0 0.14 0.3 0.0
KY1986 0 0.34 0.6 0.0

124.5 89.2

MERCER
Route Begin MP End MP 4" Yellow 4" White Comments
US68 5.99 14.45 14.4 17.8
US127 0 17.15 36.0 44.6  
US127B 0 4.48 0.0 2.7 Skips and turn lanes only
KY33 2.55 7.70 8.8 10.3
KY152 9.15 18.89 16.6 19.5

75.7 94.8
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MP Routes

MONTGOMERY 
Route Begin MP End MP 4" Yellow 4" White Comments
US60 0 5.88 10.0 11.8
US460 7.3 10.69 5.8 6.8
US460 17.31 22.07 8.1 9.5
KY11 4.02 15.36 21.5 22.7
KY713 5.79 8.00 5.1 4.4

0.0 0.0
0.0 0.0

50.5 55.2

SCOTT
Route Begin MP End MP 4" Yellow 4" White Comments
US25 0 4.58 8.0 9.2
US25 9.79 25.37 0.0 31.2
US62 0 6.00 10.8 0.0
US62 6.00 13.86 15.7 5.5 White-Turning Lanes and Skips Only
US460 0 7.58 14.0 0.0
US460 7.58 12.04 8.3 3.3 White-Turning Lanes and Skips Only
US460 B 0 1.03 1.9 0.8
KY32 0 3.00 6.0 5.4
KY227 0 5.87 11.2 12.3
KY620 0 2.13 5.3 5.8
KY2906 0 1.12 2.8 3.0
KY3487 0 1.28 3.2 3.3

87.2 79.8

WOODFORD
Route Begin MP End MP 4" Yellow 4" White Comments
US60 0 7.56 18.9 16.3
US60 7.56 13.04 13.7 3.3 White-Turning Lanes and Skips Only
US60 X 0 1.79 4.5 3.8 Do not stripe outer bike lane
US62 5.4 11.36 12.5 0.0
US62 11.36 16.46 10.7 10.7
US421 0 4.93 9.4 9.9
KY33 11.69 13.80 4.2 4.4 Do not stripe outer bike lane
KY169 0 4.47 7.6 0.0
KY1681 1.42 12.33 18.5 22.9
KY2113 0 2.04 3.5 4.3

103.5 75.5

TOTAL 938.4 947.1
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RS Routes

ANDERSON
Route Begin MP End MP 4" Yellow 4" White Comments
KY248 3.94 5.29 2.4 0.0
KY512 5.29 7.90 5.2 0.0
KY749 0 1.72 2.9 0.0
KY749 6.67 8.16 2.5 0.0
KY1291 0.00 5.27 9.5 0.0
KY1510 0.40 1.73 2.4 0.0
KY1579 0.00 5.00 8.5 0.0
KY2820 0 0.19 0.3 0.0
KY3359 0 1.06 1.7 0.0

35.5 0.0

BOURBON
Route Begin MP End MP 4" Yellow 4" White Comments
KY1678 2.50 9.09 11.2 0.0
KY1876 1.81 6.51 7.5 0.0
KY1893 0.0 9.29 15.8 0.0
KY1939 1.09 7.71 11.3 0.1 White at approx. MP 6.7
KY1940 0.0 8.40 13.4 0.0

59.2 0.1

BOYLE
Route Begin MP End MP 4" Yellow 4" White Comments
KY37 14 18.73 8.5 0.0
KY243 0 1.46 2.6 0.0
KY300 0 6.44 11.6 0.0
KY1108 0 3.72 5.6 0.0
KY1273 0 5.16 8.8 0.0
KY1822 0 2.79 4.2 0.0
KY1856 5.75 9.98 6.3 0.0
KY1896 0 2.64 4.0 0.0
KY2324 0 0.42 0.6 0.0
KY3366 0 1.70 2.6 0.0

54.7 0.0
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RS Routes

CLARK
Route Begin MP End MP 4" Yellow 4" White Comments
KY974 20.26 22.52 4.1 0.0
KY1923 7 13.29 9.9 0.0
KY1927 3.77 8.02 7.2 0.0
KY1960 0 1.00 2.0 2.0
KY2888 0 4.05 7.3 8.1
KY3370 0 2.10 3.6 0.0
KY3371 0 5.13 8.2 0.0

42.3 10.1

FAYETTE 
Route Begin MP End MP 4" Yellow 4" White Comments
KY1425 0 0.49 1.1 1.0
KY1723 0 1.03 1.8 0.2
KY1876 0 4.3 7.3 0.0
KY1927 0 3.91 8.6 1.6
KY1928 0 0.17 0.3 0.3
KY1939 0 1.74 3.1 0.0
KY1963 0 0.13 0.3 0.0
KY1968 0 3.45 5.9 0.0
KY1970 0 3.25 5.5 0.0
KY1973 10.2 19.18 15.3 0.0
KY1973 22.35 22.68 0.6 0.0
KY1975 0 2.93 5.0 0.0
KY1977 4.6 6.26 3.7 3.0
KY2328 0 1.08 1.8 2.2
KY2335 0 0.69 1.3 0.0
KY2886 0 0.45 0.9 0.9
KY3243 0 0.11 0.2 0.2
KY3367 0 0.11 0.2 0.2

62.7 9.6

Various Counties
FE01 121 DW08 0000023

Contract ID: 082334
Page 37 of 76



RS Routes

GARRARD
Route Begin MP End MP 4" Yellow 4" White Comments
KY563 0.00 3.92 7.1 0.0
KY753 0 4.35 7.4 0.0
KY1150 0 2.92 5.0 0.0
KY1131 0 4.64 7.9 0.0
KY1845 0 3.47 5.9 0.0
KY1972 0 9.44 17.9 0.0

51.1 0.0

JESSAMINE
Route Begin MP End MP 4" Yellow 4" White Comments
KY1267 0 7.51 12.8 0.0
KY1541 0 9.67 16.4 0.0
KY1980 0.00 7.45 12.7 0.0
KY1981 3.67 6.13 4.2 0.0
KY3026 0 2.06 3.5 4.1
KY3027 0 1.78 3.0 3.6
KY3375 0.00 3.20 5.9 6.4
KY3433 0.00 3.59 6.6 0.5

65.1 14.6

MADISON

MERCER
Route Begin MP End MP 4" Yellow 4" White Comments
KY342 0 4.62 7.9 0.0
KY390 0 13.52 23.0 27.0
KY926 0 2.06 4.1 0.0
KY1160 0 9.90 16.8 0.0
KY1160 9.90 11.65 3.0 2.4
KY1343 0 1.21 2.1 0.0
KY1941 5.14 6.75 2.7 0.0
KY1988 9.85 10.97 1.9 1.3

61.5 30.8
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RS Routes

MONTGOMERY 
Route Begin MP End MP 4" Yellow 4" White Comments
KY537 0 9.22 15.7 0.0
KY599 3.65 6.02 4.0 0.0
KY646 13.71 15.45 3.0 0.0
KY713 1.61 13.74 20.6 0.3 White edgeline @ MP 5.80
KY965 0 0.20 0.3 0.0
KY1050 3 7.17 6.9 0.0
KY1331 0 5.53 9.4 3.1
KY1991 0 3.00 4.8 0.0
KY3363 0 2.52 4.3 0.0

69.0 3.4

SCOTT
Route Begin MP End MP 4" Yellow 4" White Comments
KY1636 0 4.27 7.3 0.0
KY1688 4 6.44 4.3 0.8
KY1962 0 0.88 1.5 2.2
KY1963 0 2.68 4.6 0.0
KY1973 1 3.00 2.9 3.4
KY2906 0 1.12 2.2 2.4
KY3487 0 1.28 2.2 2.8

24.9 11.5

WOODFORD
Route Begin MP End MP 4" Yellow 4" White Comments
KY341 0 0.35 0.6 0.8
KY1659 0 11.56 20.8 0.0
KY1681 0 1.42 2.6 0.0
KY1685 6.98 9.02 3.5 0.0
KY1964 1.80 10.3 14.5 1.0
KY1965 0 9.37 15.9 0.0

57.8 1.8

TOTAL 583.9 81.8
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PART II 
 

SPECIFICATIONS AND STANDARD DRAWINGS 
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SPECIFICATIONS REFERENCE 
 
Any reference in the plans or proposal to the Standard Specifications for Road and 
Bridge Construction, Edition of 2004, and Standard Drawings, Edition of 2000 are 
superseded by Standard Specifications for Road and Bridge Construction, Edition of 
2008 and Standard Drawings, Edition of 2003. 
 
Special Notes [SN] and Special Provisions [SP] marked with an asterisk * and listed 
under Part II of the Table of Contents within this proposal can be referenced in the 
Standard Specifications for Road and Bridge Construction, Edition of 2008.  Special 
Notes and Special Provisions not marked with an asterisk will be attached to this 
proposal.  
 
 
 

Various Counties
FE01 121 DW08 0000023

Contract ID: 082334
Page 42 of 76



Supplemental Specifications to The Standard Specifications 
for Road and Bridge Construction, 2008 Edition

(Effective with the October 31, 2008 Letting)

Page 1 of 7

SUBSECTION: 102.07.01 General.
REVISION: Replace the first sentence with the following:

Submit the Bid Proposal on forms furnished on the Department internet website 
(http://transportation.ky.gov/contract/), including the Bid Packet and disk created from the Expedite 
Bidding Program.

SUBSECTION: 102.07.02 Computer Bidding.
REVISION: Replace the first paragraph with the following:

Subsequent to ordering a Bid Proposal for a specific project, use the Department’s Expedite Bidding 
Program on the internet website of the Department of Highways, Division of Construction 
Procurement (http://transportation.ky.gov/contract/).  Download the bid file from the Department’s 
website to prepare a Bid Proposal for submission to the Department.  Include the completed Bid 
Packet produced by the Expedite Bidding Program in the Bid Proposal and submit it along with the 
disk created by said program.

Replace the second paragraph with the following:

In case of a dispute, the printed Bid Proposal and bid item sheets created by the Expedite Bidding 
Program take precedence over any bid submittal.  

SUBSECTION: 102.08 IRREGULAR BID PROPOSALS.
REVISION: Replace point four of the first paragraph with the following:

4) fails to submit a disk created from the Expedite Bidding Program.

Replace point one of the second paragraph with the following:

1) when the Bid Proposal is on a form other than that furnished by the Department or printed 
from other than the Expedite Bidding Program, or when the form is altered or any part is 
detached; or

SUBSECTION: 103.02 AWARD OF CONTRACT.
REVISION: Replace the first sentence of the third paragraph with the following:

The Department will normally award the Contract within 10 working days after the date of receiving 
Bid Proposals unless the Department deems it best to hold the Bid Proposals of any or all bidders for 
a period not to exceed 60 calendar days for final disposition of award.

SUBSECTION: 106.10 FIELD WELDER CERTIFICATION REQUIREMENTS.
REVISION: Insert the following sentence before the first sentence of the first paragraph:

All field welding must be performed by a certified welder unless otherwise noted.

SUBSECTION: 112.03.12 Project Traffic Coordinator (PTC).
REVISION: Add the following at the end of the subsection:

After October 1, 2008 the Department will require the PTC to have successfully completed the 
applicable qualification courses.  Personnel that have not successfully completed the applicable 
courses by that date will not be considered qualified.  Prior to October 1, 2008, conform to Subsection 
108.06 A) and ensure the designated PTC has sufficient skill and experience to properly perform the 
task.  

SUBSECTION: 213.03.05 Temporary Control Measures.
PART: F) Temporary Mulch.

REVISION: Replace the last sentence with the following:

Place temporary mulch to an approximate 2-inch loose depth (2 tons per acre) and anchor it into the 
soil by mechanically crimping it into the soil surface or applying tackifier to provide a protective 
cover. Regardless of the anchoring method used, ensure the protective cover holds until disturbance is 
required or permanent controls are in installed.
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Supplemental Specifications to The Standard Specifications 
for Road and Bridge Construction, 2008 Edition

(Effective with the October 31, 2008 Letting)

Page 2 of 7

SUBSECTION: 402.05.02 Asphalt Mixtures and Mixtures With RAP.
PART: Lot Pay Adjustment Schedule, Compaction Option A, Base and Binder Mixtures

TABLES: VMA, AV, and LANE DENSITY
REVISION: Replace the VMA, AV, and LANE DENSITY tables with the following:

VMA

Pay Value Deviation 
From Minimum

1.00 ≤ 0.5 below min.

0.95 0.6-1.0 below min.

0.90 1.1-1.5 below min.
(1) > 1.5 below min.

AV LANE DENSITY

Pay Value Test Result Pay Value Test Result
(%) (%)

ESAL 
Class 2

ESAL 
Class 3 

or 4

ESAL 
Class 2

ESAL 
Class 3 or 4

1.00 3.0-5.0 3.0-5.0

1.00 + 0.1 (AV-3.0) 1.5-2.9 2.0-2.9
1.00 92.0-96.5 92.0-96.5

1.00 + 0.1 (5.0-AV) 5.1-6.0 5.1-6.0 0.95 91.0-91.9 91.0-91.9 

0.75 6.1-6.5 ---- 0.90 90.0-90.9 
or 

96.6-97.0

90.0-90.9 
or 

96.6-97.0
(1) < 1.5 or 

> 6.5
< 2.0 or 

> 6.0
0.85 97.1-98.5 ----

0.75 89.0-89.9 ----
(1) < 89.0 or

> 98.5
< 90.0 or

> 97.0
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Supplemental Specifications to The Standard Specifications 
for Road and Bridge Construction, 2008 Edition

(Effective with the October 31, 2008 Letting)

Page 3 of 7

SUBSECTION: 402.05.02 Asphalt Mixtures and Mixtures With RAP.
PART: Lot Pay Adjustment Schedule, Compaction Option A, Surface Mixtures

TABLES: AV, LANE DENSITY, and JOINT DENSITY
REVISION: Replace the AV, LANE DENSITY, and JOINT DENSITY tables with the following:

AV LANE DENSITY

Pay Value Test Result Pay Value Test Result
(%) (%)

ESAL 
Class 2

ESAL 
Class 3 

or 4

ESAL 
Class 2

ESAL 
Class 3 or 4

1.00 3.0-5.0 3.0-5.0

1.00 + 0.1 (AV-3.0) 1.5-2.9 2.0-2.9
1.00 92.0-96.5 92.0-96.5

1.00 + 0.1 (5.0-AV) 5.1-6.0 5.1-6.0 0.95 91.0-91.9 91.0-91.9 

0.75 6.1-6.5 ---- 0.90 90.0-90.9 
or 

96.6-97.0

90.0-90.9 
or

96.6-97.0
(1) < 1.5 or 

> 6.5
< 2.0 or 

> 6.0
0.85 97.1-98.5 ----

0.75 89.0-89.9 ----

JOINT DENSITY (1) < 89.0 or 
> 98.5

< 90.0 or 
> 97.0

Pay Value Test Result

(%)

1.00 89.0-96.5

0.95 88.0-88.9 

0.90 87.0-87.9 or 
96.6-97.0

0.75 < 87.0 or > 97.0

SUBSECTION: 402.05.02 Asphalt Mixtures and Mixtures With RAP.
PART: Lot Pay Adjustment Schedule, Compaction Option B Mixtures

TABLE: AV
REVISION: Replace the AV table with the following:

AV

Pay Value Test Result
(%)

ESAL 
Class 2

ESAL 
Class 3 

or 4
1.00 3.0-5.0 3.0-5.0

1.00 + 0.1 (AV-3.0) 1.5-2.9 2.0-2.9

1.00 + 0.1 (5.0-AV) 5.1-6.0 5.1-6.0

0.75 6.1-6.5 ----
(2) < 1.5 or 

> 6.5
< 2.0 or 

> 6.0

SUBSECTION: 410.01 DESCRIPTION.
REVISION: Delete the second sentence of the paragraph.
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Supplemental Specifications to The Standard Specifications 
for Road and Bridge Construction, 2008 Edition

(Effective with the October 31, 2008 Letting)

Page 4 of 7

SUBSECTION: 410.03.01 Corrective Work.
REVISION: Replace the last sentence of the paragraph with the following:

Provide a final surface comparable to the adjacent pavement that does not require corrective work in 
respect to texture, appearance, and skid resistance.

SUBSECTION: 410.03.02 Ride Quality.
PART: B) Requirements.

NUMBER: 1) Category A.
REVISION: Replace the last sentence of the first paragraph with the following:

At the Department’s discretion, a pay deduction of $1200 per 0.1-lane-mile section may be applied in 
lieu of corrective work.

SUBSECTION: 410.03.02 Ride Quality.
PART: B) Requirements.

NUMBER: 2) Category B.
REVISION: Replace the second and third sentence of the first paragraph with the following:

When the IRI is greater than 90 for a 0.1-mile section, perform corrective work, or remove and 
replace the pavement to achieve the specified IRI.  At the Department’s discretion, a pay deduction of 
$750 per 0.1-lane-mile section may be applied in lieu of corrective work.

SUBSECTION: 410.05 PAYMENT.
REVISION: Delete the last sentence of the first paragraph.

SUBSECTION: 410.05 PAYMENT.
TABLE: RIDE QUALITY ADJUSTMENT SCHEDULES

REVISION: Replace the adjustment tables with the following:

RIDE QUALITY ADJUSTMENT SCHEDULES

CATEGORY  “A”  PROJECTS CATEGORY  “B”  PROJECTS

IRI Pay Value 
Adjustment

IRI Pay Value 
Adjustment

70 or less 0 80 or less 0
71 -$30 81 -$20
72 -$70 82 -$45
73 -$120 83 -$80
74 -$180 84 -$120
75 -$250 85 -$170
76 -$330 86 -$220
77 -$420 87 -$280
78 -$520 88 -$350
79 -$630 89 -$420
80 -$750 90 -$500

81 or higher corrective work(1) 91 or higher corrective work(2)

(1)When it is in the best interest of the Department, a minimum pay value deduction of $1200 per 0.1-
lane-mile section may be applied in lieu of corrective work.
(2)When it is in the best interest of the Department, a minimum pay value deduction of $750 per 0.1-
lane-mile section may be applied in lieu of corrective work.

SUBSECTION: 509.01 DESCRIPTION.
REVISION: Replace the second paragraph with the following:

The Department may allow the use of similar units that conform to the National Cooperative Highway 
Research Program (NCHRP) 350 Test Level 3 (TL-3) requirements and the typical features depicted 
by the Standard Drawings.  Obtain the Engineers approval prior to use. Ensure the barrier wall shape, 
length, material, drain slot dimensions and locations typical features are met and the reported 
maximum deflection is 3 feet or less from the NCHRP 350 TL-3 for Test 3 – 11 (pickup truck 
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Supplemental Specifications to The Standard Specifications 
for Road and Bridge Construction, 2008 Edition

(Effective with the October 31, 2008 Letting)

Page 5 of 7

impacting at 60 mph at a 25-degree angle.) 
SUBSECTION: 606.02.11  Coarse Aggregate.

REVISION: Replace with the following:

Conform to Section 805, size No. 8 or 9-M.
SUBSECTION: 701.03.08  Testing of Pipe.

REVISION: Replace and rename the subsection with the following:

 701.03.08  Inspection of Pipe. The engineer will visually inspect all pipe. The Department will 
require camera/video inspection on a minimum of 50 percent of the linear feet of all installed pipe 
structures.  Conduct camera/video inspection according to KM 64-114.  The pipe to be installed under 
pavement will be selected first.  If the total linear feet of pipe under pavement is less than 50 percent 
of the linear feet of all pipe installed, the Engineer will randomly select installations from the 
remaining pipe structures on the project to provide for the minimum inspection requirement.  The pipe 
will be selected in complete runs (junction-junction or headwall-headwall) until the total linear feet of 
pipe to be inspected is at least 50 percent of the total linear feet of all installed pipe on the project.  

 Unless the Engineer directs otherwise, schedule the inspections no sooner than 30 days after 
completing the installation and completion of earthwork to within 1 foot of the finished subgrade.  
When final surfacing conflicts with the 30-day minimum, conduct the inspections prior to placement 
of the final surface.  The contractor must ensure that all pipe are free and clear of any debris so that a 
complete inspection is possible.  

 Notify the Engineer immediately if distresses or locations of improper installation are 
discovered. When camera testing shows distresses or improper installation in the installed pipe, the 
Engineer may require additional sections to be tested.  Provide the video and report to the Engineer 
when testing is complete in accordance with KM 64-114. 

 Pipes that exhibit distress or signs of improper installation may necessitate repair or removal as 
the Engineer directs.  These signs include, but are not limited to: deflection, cracking, joint separation, 
sagging or other interior damage.  If corrugated metal or thermoplastic pipes exceed the deflection 
and installation thresholds indicated in the table below, provide the Department with an evaluation of 
each location conducted by a Professional Engineer addressing the severity of the deflection, 
structural integrity, environmental conditions, design service life, and an evaluation of the factor of 
safety using Section 12, “Buried Structures and Tunnel Liners,” of the AASHTO LRFD Bridge 
Design Specifications. Based on the evaluation, the Department may allow the pipe to remain in place 
at a reduced unit price as shown in the table below. Provide 5 business days for the Department to 
review the evaluation. When the pipe shows deflection of 10 percent or greater, remove and replace 
the pipe.  When the camera/video or laser inspection results are called into question, the Department 
may require direct measurements or mandrel testing.

 The Cabinet may elect to conduct Quality Assurance verifications of any pipe inspections. 
SUBSECTION: 701.04.07  Testing.

REVISION: Replace and rename the subsection with the following:

 701.04.07  Pipeline Video Inspection. The Department will measure the quantity in linear feet 
along the pipe invert of the structure inspected.  When inspection above the specified 50 percent is 
performed due to a disagreement or suspicion of additional distresses and the Department is found in 
error, the Department will measure the quantity as Extra Work according to Subsection 104.03.  
However, if additional distresses or non-conformance is found, the Department will not measure the 
additional inspection for payment. 

SUBSECTION: 701.05  PAYMENT.
REVISION: Add the following pay item to the list of pay items:

Code Pay Item Pay Unit
23131ER701 Pipeline Video Inspection Linear Foot
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Supplemental Specifications to The Standard Specifications 
for Road and Bridge Construction, 2008 Edition

(Effective with the October 31, 2008 Letting)

Page 6 of 7

SUBSECTION: 701.05  PAYMENT
TABLE: PIPE DEFLECTION DETERMINED BY CAMERA TESTING

REVISION: Replace this table with the following table and note:

PIPE DEFLECTION 
Amount of Deflection (%) Payment

0.0 to 5.0 100% of the Unit Bid Price
5.1 to 9.9 50% of the Unit Bid Price (1)

10 or greater Remove and Replace

(1)      Provide Structural Analysis as indicated above.  Based on the structural analysis, pipe may 
be allowed to remain in place at the reduced unit price.

SUBSECTION: 701.05  PAYMENT
TABLE: PIPE DEFLECTION DETERMINED BY MANDREL TESTING

REVISION: Delete this table.
SUBSECTION: 805.01 GENERAL.

REVISION: Replace the second paragraph with the following:

The Department’s List of Approved Materials includes the Aggregate Source List, the list of Class A 
and Class B Polish-Resistant Aggregate Sources, and the Concrete Restriction List.

SUBSECTION: 805.04 CONCRETE.
REVISION: Replace the “AASHTO T 160” reference in first sentence of the third paragraph with “KM 64-629”

SUBSECTION: 805.15  GRADATION ACCEPTANCE OF NON-SPECIFICATION COARSE AGGREGATE.
TABLE: AGGREGATE SIZE USE

PART: Cement Concrete Structures and Incidental Construction
REVISION: Replace “9-M for Waterproofing Overlays” with “8 or 9-M for Waterproofing Overlays”

SUBSECTION: 805.16  SAMPLING AND TESTING.
REVISION: Replace the “AASHTO T 160” method with the “KM 64-629” method for the Concrete Beam 

Expansion Test. 

Replace the “ASTM D 3042” method with the “KM 64-625” method for Insoluble Residue.
SUBSECTION: 810.04.01 Coating Requirements.

REVISION: Replace the “Subsection 806.07” references with “Subsection 806.06” 
SUBSECTION: 837.03 APPROVAL.

REVISION: Replace the last sentence with the following:

The Department will sample and evaluate for approval each lot of thermoplastic material delivered for 
use per contract prior to installation of the thermoplastic material.  Do not allow the installation of 
thermoplastic material until it has been approved by the Division of Materials.  Allow the Department 
a minimum of 10 working days to evaluate and approve thermoplastic material.

SUBSECTION: 837.03.01 Composition.
REVISION: COMPOSITION Table:      
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STANDARD DRAWINGS THAT APPLY 
 

MISCELLANEOUS TRAFFIC CONTROL DEVICES .............................................................................................................TTD-100 
MISCELLANEOUS TRAFFIC CONTROL DEVICES .............................................................................................................TTD-105 
MOBILE OPERATION FOR PAINT STRIPING CASE I.................................................................................................. TTS-100-01 
MOBILE OPERATION FOR PAINT STRIPING CASE II ................................................................................................ TTS-105-01 
MOBILE OPERATION FOR PAINT STRIPING CASE III ............................................................................................... TTS-110-01 
MOBILE OPERATION FOR PAINT STRIPING CASE IV...............................................................................................TTS-115-01
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PART III 
 

EMPLOYMENT, WAGE AND RECORD REQUIREMENTS 
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TRANSPORTATION CABINET
DEPARTMENT OF HIGHWAYS

LABOR AND WAGE REQUIREMENTS
APPLICABLE TO OTHER THAN FEDERAL-AID SYSTEM PROJECTS

I. Application
II. Nondiscrimination of Employees (KRS  344)
III. Payment of Predetermined Minimum Wages
IV. Statements and Payrolls

I. APPLICATION

1.  These contract provisions shall apply to all work
performed on the contract by the contractor with his own
organization and with the assistance of workmen under his
immediate superintendence and to all work performed on the
contract by piecework, station work or by subcontract.  The
contractor's organization shall be construed to include only
workmen employed and paid directly by the contractor and
equipment owned or rented by him, with or without operators.

2.  The contractor shall insert in each of his
subcontracts all of the stipulations contained in these Required
Provisions and such other stipulations as may be required.

3.  A breach of any of the stipulations contained in
these Required Provisions may be grounds for termination of
the contract.

II. NONDISCRIMINATION OF EMPLOYEES

AN ACT OF THE KENTUCKY
GENERAL ASSEMBLY TO PREVENT
DISCRIMINATION IN EMPLOYMENT

KRS CHAPTER 344
EFFECTIVE JUNE 16, 1972

The contract on this project, in accordance with KRS
Chapter 344, provides that during the performance of this
contract, the contractor agrees as follows:

1.  The contractor shall not fail or refuse to hire, or
shall not discharge any individual, or otherwise discriminate
against an individual with respect to his compensation, terms,
conditions, or privileges of employment, because of such
individual's race, color, religion, national origin, sex, disability
or age (between forty and seventy); or limit, segregate, or
classify his employees in any way which would deprive or
tend to deprive an individual of employment opportunities or
otherwise adversely affect his status as an employee, because
of such individual's race, color, religion, national origin, sex,
disability or age (between forty and seventy).  The contractor
agrees to post in conspicuous places, available to employees
and applicants for employment, notices to be provided setting
forth the provisions of this nondiscrimination clause.

2.  The contractor shall not print or publish or cause
to be printed or published a notice or advertisement relating to
employment by such an employer or membership in or any
classification or referral for employment by the employment
agency, indicating any preference, limitation, specification, or
discrimination, based on race, color, religion, national origin,
sex, disability or age (between forty and seventy), except that
such notice or advertisement may indicate a preference,
limitation, or specification based on religion, or national origin
when religion, or national origin is a bona fide occupational
qualification for employment.

3.  If the contractor is in control of apprenticeship or
other training or retraining, including on-the-job training
programs, he shall not discriminate against an individual

because of his race, color, religion, national origin, sex,
disability or age (between forty and seventy), in admission to,
or employment in any program established to provide
apprenticeship or other training.

4.  The contractor will send to each labor union or
representative of workers with which he has a collective
bargaining agreement or other contract or understanding, a
notice to be provided advising the said labor union or workers'
representative of the contractor's commitments under this
section, and shall post copies of the notice in conspicuous
places available to employees and applicants for employment.
The contractor will take such action with respect to any
subcontract or purchase order as the administrating agency
may direct as a means of enforcing such provisions, including
sanctions for non-compliance.

III. PAYMENT OF PREDETERMINED MINIMUM
WAGES

1.  These special provisions are supplemented
elsewhere in the contract by special provisions which set forth
certain predetermined minimum wage rates.  The contractor
shall pay not less than those rates.

2.  The minimum wage determination schedule shall
be posted by the contractor, in a manner prescribed by the
Department of Highways, at the site of the work in prominent
places where it can be easily seen by the workers.

IV. STATEMENTS AND PAYROLLS

1.  All contractors and subcontractors affected by the
terms of KRS 337.505 to 337.550 shall keep full and accurate
payroll records covering all disbursements of wages to their
employees to whom they are required to pay not less than the
prevailing rate of wages.  Payrolls and basic records relating
thereto will be maintained during the course of the work and
preserved for a period of one (1) year from the date of
completion of this contract.

2.  The payroll records shall contain the name,
address and social security number of each employee, his
correct classification, rate of pay, daily and weekly number of
hours worked, itemized deductions made and actual wages
paid.

3.  The contractor shall make his daily records
available at the project site for inspection by the State
Department of Highways contracting office or his authorized
representative.

Periodic investigations shall be conducted as required
to assure compliance with the labor provisions of the contract.
Interrogation of employees and officials of the contractor shall
be permitted during working hours.

Aggrieved workers, Highway Managers, Assistant
District Engineers, Resident Engineers and Project Engineers
shall report all complaints and violations to the Division of
Contract Procurement.

The contractor shall be notified in writing of apparent
violations.  The contractor may correct the reported violations
and notify the Department of Highways of the action taken or
may request an informal hearing.  The request for hearing
shall be in writing within ten (10) days after receipt of the
notice of the reported violation.  The contractor may submit
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records and information which will aid in determining the true
facts relating to the reported violations.

Any person or organization aggrieved by the action
taken or the findings established as a result of an informal
hearing by the Division of Contract Procurement may request
a formal hearing.

4.  The wages of labor shall be paid in legal tender of
the United States, except that this condition will be considered
satisfied if payment is made by a negotiable check, on a
solvent bank, which may be cashed readily by the employee in
the local community for the full amount, without discount or
collection charges of any kind.  Where checks are used for
payments, the contractor shall make all necessary
arrangements for them to be cashed and shall give information
regarding such arrangements.

5.  No fee of any kind shall be asked or accepted by
the contractor or any of his agents from any person as a
condition of employment on the project.

6.  No laborers shall be charged for any tools used in
performing their respective duties except for reasonably
avoidable loss or damage thereto.

7.  Every employee on the work covered by this
contract shall be permitted to lodge, board, and trade where
and with whom he elects and neither the contractor nor his
agents, nor his employees shall directly or indirectly require as
a condition of employment that an employee shall lodge,
board or trade at a particular place or with a particular person.

8.  Every employee on the project covered by this
contract shall be an employee of either the prime contractor or
an approved subcontractor.

9.  No charge shall be made for any transportation
furnished by the contractor or his agents to any person
employed on the work.

10.  No individual shall be employed as a laborer or
mechanic on this contract except on a wage basis, but this
shall not be construed to prohibit the rental of teams, trucks or
other equipment from individuals.

No Covered employee may be employed on the work
except in accordance with the classification set forth in the
schedule mentioned above; provided, however, that in the
event additional classifications are required, application shall
be made by the contractor to the Department of Highways and
(1) the Department shall request appropriate classifications
and rates from the proper agency, or (2) if there is urgent need
for additional classification to avoid undue delay in the work,
the contractor may employ such workmen at rates deemed
comparable to rates established for similar classifications
provided he has made written application through the
Department of Highways, addressed to the proper agency, for
the supplemental rates.  The contractor shall retroactively
adjust, upon receipt of the supplemental rates schedule, the
wages of any employee paid less than the established rate and
may adjust the wages of any employee overpaid.

11.  No contractor or subcontractor contracting for any
part of the contract work which may require or involve the
employment of laborers or mechanics shall require or permit
any laborer or mechanic in any work-week in which he is
employed on such work, to work in excess of eight hours in
any calendar day or in excess of forty hours in such work-
week unless such laborer or mechanic receives compensation
at a rate not less than one and one half times his basic rate of
pay for all hours worked in excess of eight hours in any
calendar day or in excess of forty hours in such work-week.  A
laborer, workman or mechanic and an employer may enter
into a written agreement or a collective bargaining agreement
to work more than eight (8) hours a calendar day but not more
than ten (10) hours a calendar day for the straight time hourly
rate.  This agreement shall be in writing and shall be executed
prior to the employee working in excess of eight (8) hours, but
not more than ten (10) hours, in any one (1) calendar day.

12.  Payments to the contractor may be suspended or
withheld due to failure of the contractor to pay any laborer or

mechanic employed or working on the site of the work, all or
part of the wages required under the terms of the contract.
The Department may suspend or withhold payments only after
the contractor has been given written notice of the alleged
violation and the contractor has failed to comply with the
wage determination of the Department of Highways.

13.  Contractors and subcontractors shall comply
with the sections of Kentucky Revised Statutes, Chapter 337
relating to contracts for Public Works.

Revised   2-16-95
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EXECUTIVE BRANCH CODE OF ETHICS

In the 1992 regular legislative session, the General Assembly passed and Governor Brereton Jones signed
Senate Bill 63 (codified as KRS 11A), the Executive Branch Code of Ethics, which states, in part:

KRS 11A.040 (6) provides:

No present or former public servant shall, within six (6) months of following termination of his office or
employment, accept employment, compensation or other economic benefit from any person or business
that contracts or does business with the state in matters in which he was directly involved during his
tenure.  This provision shall not prohibit an individual from returning to the same business, firm,
occupation, or profession in which he was involved prior to taking office or beginning his term of
employment, provided that, for a period of six (6) months, he personally refrains from working on any
matter in which he was directly involved in state government.  This subsection shall not prohibit the
performance of ministerial functions, including, but not limited to, filing tax returns, filing applications
for permits or licenses, or filing incorporation papers.

KRS 11A.040 (8) states:

A former public servant shall not represent a person in a matter before a state agency in which the
former public servant was directly involved, for a period of one (1) year after the latter of:

a) The date of leaving office or termination of employment; or
b) The date the term of office expires to which the public servant was elected.

This law is intended to promote public confidence in the integrity of state government and to declare as public
policy the idea that state employees should view their work as a public trust and not as a way to obtain private
benefits.

If you have worked for the executive branch of state government within the past six months, you may be subject
to the law's prohibitions.  The law's applicability may be different if you hold elected office or are
contemplating representation of another before a state agency.

Also, if you are affiliated with a firm which does business with the state and which employs former state
executive-branch employees, you should be aware that the law may apply to them.

In case of doubt, the law permits you to request an advisory opinion from the Executive Branch Ethics
Commission, Room 136, Capitol Building, 700 Capitol Avenue, Frankfort, Kentucky 40601; telephone (502)
564-7954.
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Kentucky Equal Employment Opportunity Act of 1978 
 

The requirements of the Kentucky Equal Employment Opportunity Act of 1978 (KRS 45.560-
45.640) shall apply to this Contract. The apparent low Bidder will be required to submit EEO 
forms to the Division of Construction Procurement, which will then forward to the Finance and 
Administration Cabinet for review and approval.  No award will become effective until all forms 
are submitted and EEO/CC has certified compliance.  The required EEO forms are as follows:  
 
• EEO-1: Employer Information Report 
• Affidavit of Intent to Comply 
• Employee Data Sheet 
• Subcontractor Report  
 
These forms are available on the Finance and Administration’s web page under Vendor 
Information, Standard Attachments and General Terms at the following address: 
https://www.eProcurement.ky.gov. 
 
Bidders currently certified as being in compliance by the Finance and Administration Cabinet 
may submit a copy of their approval letter in lieu of the referenced EEO forms. 
 
For questions or assistance please contact the Finance and Administration Cabinet by email at 
finance.contractcompliance@ky.gov or by phone at 502-564-2874. 
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TRANSPORTATION CABINET 
DIVISION OF CONSTRUCTION PROCUREMENT 

COMPLIANCE SECTION 
PROJECT WAGE RATES 

 

Two/State Sheet 1 of 6 

 BASIC  FRINGE 
 HOURLY BENEFIT PAYMENTS 
 RATES COMBINED 
 
CRAFTS: 
Boilermakers ............................................24.65.........................................................12.94 
Bricklayers................................................20.35.......................................................... 7.80 
Stone Mason ............................................18.95...........................................................7.80 
Carpenters................................................20.60.......................................................... 8.30 
Cement Masons........................................18.70 ..........................................................7.80 
Electricians..............................................*26.36 ........................................................10.04 
 
*When workmen are required to work from bosum chairs, trusses, stacks, tanks, scaffolds, catwalks, radio 
and T.V. towers, structural steel (open, unprotected, unfloored raw steel), and bridges or similar hazardous 
locations where workmen are subject to a direct fall, except where using JLG’s and bucket trucks up to 75 
feet:  Add 25% to workman’s base rate for 50 to 75 feet, and add 50% to workman’s base rate for over 
75 feet. 
 
Ironworkers: Structural..............................20.70...........................................................8.30 
Ironworkers: Reinforcing...........................20.50...........................................................8.30 
Painters: 
   All Excluding Bridges .............................19.92...........................................................9.57 
   Bridges..................................................23.92.........................................................10.07 
Piledrivers.................................................20.25 ..........................................................8.30 
Plumbers...................................................22.52...........................................................7.80 
Sheet Metal ..............................................20.40...........................................................7.80 
Welders- Receive rate for craft in which welding is incidental. 
 
 
LABORERS:  
General laborer, flagman, steam jenny. BASE RATE .............................18.65 

FRINGE BENEFITS..................8.30 
 
Batch truck dumper, deck hand or scow man,  
Hand blade operator. 

BASE RATE .............................18.90 
FRINGE BENEFITS..................8.30 
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TRANSPORTATION CABINET 
DIVISION OF CONSTRUCTION PROCUREMENT 

COMPLIANCE SECTION 
PROJECT WAGE RATES 

 

Two/State Sheet 2 of 6 

LABORERS:  (continued) 
Power driven tool operator of the following: wagon drill, chain saw, sand blaster, concrete chipper, 
pavement breaker, vibrator, power wheelbarrow, power buggy, sewer pipe layer, bottom men, dry cement 
handler, concrete rubber, mason tender. 

BASE RATE .............................19.00 
FRINGE BENEFITS..................8.30 

 
Asphalt lute and rakerman, side rail setter. BASE RATE .............................19.05 

FRINGE BENEFITS..................8.30 
 
Gunnite nozzle man, gunnite operator. BASE RATE .............................19.15 

FRINGE BENEFITS..................8.30 
 
Tunnel laborer (free air). BASE RATE .............................19.20 

FRINGE BENEFITS..................8.30 
 
Tunnel mucker (free air). BASE RATE .............................19.25 

 FRINGE BENEFITS..................8.30 
  

Tunnel miner, blaster and driller (free air). BASE RATE .............................19.60 
FRINGE BENEFITS..................8.30 

 
Caisson worker BASE RATE .............................20.15 

FRINGE BENEFITS..................8.30 
 
Powderman BASE RATE .............................20.25 

FRINGE BENEFITS..................8.30 
Drill operator of percussion type drills which are both 
powered and propelled by an independent air supply. 

BASE RATE .............................21.45 
FRINGE BENEFITS..................8.30 
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TRANSPORTATION CABINET 
DIVISION OF CONSTRUCTION PROCUREMENT 

COMPLIANCE SECTION 
PROJECT WAGE RATES 

 

Two/State Sheet 3 of 6 

TRUCK DRIVERS AND RELATED CLASSIFICATIONS: 
Truck helper and warehouseman. BASE RATE .............................18.90 

FRINGE BENEFITS .................8.30 
 
Driver, winch truck and A-Frame when used  BASE RATE .............................19.00 
in  transporting materials. FRINGE BENEFITS .................8.30 
 
Driver (semi-trailer or pole trailer), driver (dump 
truck, tandem axle), driver of distributor. BASE RATE .............................19.10 

FRINGE BENEFITS................. 8.30 
 
Driver on mixer trucks (all types). BASE RATE .............................19.15 

FRINGE BENEFITS................. 8.30 
 
Truck mechanic BASE RATE .............................19.20 

FRINGE BENEFITS................. 8.30 
 
Driver (3 tons and under), tire changer and   
truck mechanic helper.  BASE RATE .............................19.23 

FRINGE BENEFITS................. 8.30 
 
Driver on pavement breakers. BASE RATE .............................19.25 

FRINGE BENEFITS..................8.30 
 
Driver (over 3 tons), driver (truck mounted 
rotary drill). BASE RATE .............................19.44 

FRINGE BENEFITS .................8.30 
 
Driver, Euclid and other heavy earth moving 
equipment and Low Boy. BASE RATE .............................20.01 

FRINGE BENEFITS .................8.30 
 
Greaser on greasing facilities.  

BASE RATE .............................20.10 
FRINGE BENEFITS..................8.30 
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TRANSPORTATION CABINET 
DIVISION OF CONSTRUCTION PROCUREMENT 

COMPLIANCE SECTION 
PROJECT WAGE RATES 

 

Two/State Sheet 4 of 6 

OPERATING ENGINEERS: 
GROUP A: 
Auto patrol, batcher plant, bituminous paver, cable-way, clamshell, concrete mixer (21 cu. ft. or over), 
concrete pump, crane, crusher plant, derrick, derrick boat, ditching and trenching machine, dragline, dredge 
engineer, elevator (regardless of ownership when used for hoisting any building material), elevating grader 
and all types of loaders, hoe-type machine, hoisting engine, locomotive, LeTourneau or carry-all scoop, 
bulldozer, mechanic, orangepeel bucket, piledriver, power blade, roller (bituminous), roller (earth), roller 
(rock), scarifier, shovel, tractor shovel, truck crane, well points, winch truck, push dozer, grout pump, high 
lift, fork lift (regardless of lift height), all types of boom cats, multiple operator, core drill, tow or push boat, 
A-Frame winch truck, concrete paver, gradeall, hoist, hyster, material pump, pumpcrete, ross carrier, sheep 
foot, sideboom, throttle-valve man, rotary drill, power generator, mucking machine, rock spreader attached 
to equipment, scoopmobile, KeCal loader, tower cranes (French, German and other types), hydrocrane, 
tugger, backfiller, gurries, self-propelled compactor, self-contained hydraulic percussion drill. 
 

BASE RATE .............................23.30 
FRINGE BENEFITS .................8.30 

 
GROUP B:  
All air compressors (200 cu. ft. per min. or greater capacity), bituminous mixer, concrete mixer (under 21 
cu. ft.), welding machine, form grader, tractor (50 H.P. and over), bull float, finish machine, outboard motor 
boat, brakeman, mechanic helper, whirley oiler, tractair and road widening trencher, articulating trucks. 
 

BASE RATE .............................20.40 
FRINGE BENEFITS................. 8.30 

 
GROUP B2: 
Greaser on grease facilities servicing heavy equipment. 
 

BASE RATE .............................20.60 
FRINGE BENEFITS..................8.30 

GROUP C: 
Bituminous distributor, cement gun, conveyor, mud jack, paving joint machine, pump, tamping machine, 
tractors (under 50 H.P.), vibrator, oiler, air compressors (under 200 cu. ft. per min. capacity), concrete 
saw, burlap and curing machine, hydro seeder, power form handling equipment, deckhand oiler, hydraulic 
post driver. 
 

BASE RATE ................................19.99 
FRINGE BENEFITS.................... 8.30 
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TRANSPORTATION CABINET 
DIVISION OF CONSTRUCTION PROCUREMENT 

COMPLIANCE SECTION 
PROJECT WAGE RATES 

 

Two/State Sheet 5 of 6 

Fringe benefit amounts are applicable for all hours worked except when otherwise noted. 
 
No laborer, workman or mechanic shall be paid at a rate less than that of the General Laborer except those 
classified as bona fide apprentices registered with the Kentucky State Apprenticeship Supervisor unless 
otherwise specified in this schedule of wage rates. 
 
These rates are listed pursuant to the Kentucky Determination No. CR-07-II HWY dated July 3, 2008.  
Apprentices or trainees shall be permitted to work as such subject to Administrative Regulations adopted 
by the Commissioner of Workplace Standards.  Copies of these regulations will be furnished upon request 
from any interested person. 
 
Before using apprentices on the job the contractor shall present to the Contracting Officer written evidence 
of registration of such employees in a program of a State apprenticeship and training agency approved and 
recognized by the U. S. Bureau of Apprenticeship and Training.  In the absence of such a State agency, the 
contractor shall submit evidence of approval and registration by the U. S. Bureau of Apprenticeship and 
Training. 
 
The contractor shall submit to the Contracting Officer, written evidence of the established apprenticeship-
journeyman ratios and wage rates in the project area, which will be the basis for establishing such ratios and 
rates for the project under the applicable contract provisions. 
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TRANSPORTATION CABINET 
DIVISION OF CONSTRUCTION PROCUREMENT 

COMPLIANCE SECTION 
PROJECT WAGE RATES 

 

Two/State Sheet 6 of 6 

TO:   EMPLOYERS/EMPLOYEES 
 
PREVAILING WAGE SCHEDULE: 
 
The wages indicated on this wage schedule are the least permitted to be paid for the occupations 
indicated.  When an employee works in more than one classification, the employer must record 
the number of hours worked in each classification at the prescribed hourly base rate. 
 
OVERTIME: 
 
Overtime is to be paid after an employee works eight (8) hours a day or forty (40) hours a week, 
whichever gives the employee the greater wages.  At least time and one-half the base rate is 
required for all overtime.  A laborer, workman or mechanic and an employer may enter into a 
written agreement or a collective bargaining agreement to work more than eight (8) hours a 
calendar day but not more than ten (10) hours a calendar day for the straight time hourly rate.  
Wage violations or questions should be directed to the designated Engineer or to the undersigned. 
 
 
 
 

Steve Waddle, Director 
  Division of Construction Procurement 
  Frankfort, Kentucky 40622 
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TRANSPORTATION CABINET 
DIVISION OF CONSTRUCTION PROCUREMENT 

COMPLIANCE SECTION 
PROJECT WAGE RATES 

 

Three/Federal-State Sheet 1 of 11 

 HIGHWAY FRINGE 
 BASIC HOURLY BENEFIT PAYMENTS 
 RATES COMBINED 
 
CRAFTS:  
Breckinridge County: 
Bricklayers ..............................................26.20......................................................11.55 
Bullitt, Carroll, Grayson, Hardin, Henry, Jefferson, Larue, Marion, Meade, Nelson, Oldham, Shelby, 
Spencer and Trimble Counties: 
Bricklayers ..............................................23.68........................................................9.25 
Bracken, Gallatin, Grant, Mason and Robertson Counties: 
Bricklayers ..............................................26.11........................................................9.49 
Boyd, Carter, Elliott, Fleming, Greenup, Lewis and Rowan Counties: 
Bricklayers ..............................................25.80......................................................14.88 
Anderson, Bath, Bourbon, Boyle, Clark, Fayette, Franklin, Harrison, Jessamine, Madison, Mercer, 
Montgomery, Nicholas, Owen, Scott, Washington and Woodford Counties: 
Bricklayers ..............................................23.93........................................................9.25 
Bricklayers (Layout Men) .......................23.68........................................................9.25 
Refractory/Acid Brick/Glass……………24.18……………………………………9.25 
All Counties 
Carpenters: ..............................................24.84......................................................10.23 
   Divers...................................................37.64......................................................10.23 
   Piledrivermen.......................................25.09......................................................10.23  
Bracken and Grant Counties: 
Millwrights..............................................21.90........................................................7.92 
Anderson, Bath, Bourbon, Boyle, Clark, Fayette, Franklin, Harrison, Jessamine, Madison, Mercer, 
Montgomery, Nicholas, Owen, Scott and Woodford Counties: 
Millwrights..............................................22.77......................................................12.73 
Boyd, Carter, Elliott, Fleming, Greenup, Lewis, Mason, Robertson, and Rowan Counties: 
Millwrights..............................................30.25......................................................12.62 
Breckinridge, Bullitt, Carroll, Gallatin, Grayson, Hardin, Henry, Jefferson, Larue, Marion, Meade, 
Nelson, Oldham, Shelby, Spencer, Trimble and Washington Counties: 
Millwrights..............................................24.10......................................................14.87 
Bracken, Gallatin and Grant Counties: 
Electricians..............................................25.56......................................................11.25 
Sound Communications:  
   CablePuller.............................................9.00........................................................2.64 
   Installer.................................................18.00........................................................3.475 
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 HIGHWAY FRINGE 
 BASIC HOURLY BENEFIT PAYMENTS 
 RATES COMBINED 
 
CRAFTS: (continued) 
Boyd, Carter, Elliott and Rowan Counties: 
Electricians: 
   Cable Splicers ......................................30.79 .....................................................17.97 
   Electricians...........................................29.32 .....................................................17.93 
Anderson, Bath, Bourbon, Boyle, Breckinridge, Bullitt, Carroll, Clark, Fayette, Franklin, Grayson, 
Hardin, Harrison, Henry, Jefferson, Jessamine, Larue, Madison, Marion, Meade, Mercer, 
Montgomery, Nelson, Nicholas, Oldham, Owen, Robertson, Scott, Shelby, Spencer, Trimble, 
Washington and Woodford Counties: 
Electricians..............................................25.91 .....................................................23.5% + 4.55 
Fleming, Greenup, Lewis and Mason Counties: 
Electricians..............................................29.60......................................................11.79 
Bourbon (Northern third, including Townships of Jackson, Millersburg, Ruddel Mills & 
Shawhan);Carroll (Eastern third, including the Township of Ghent); Fleming (Western part, 
excluding Townships of Beechburg, Colfax, Elizaville, Flemingsburg, Flemingsburg Junction, 
Foxport, Grange City, Hillsboro, Hilltop, Mount Carmel,  Muses Mills, Nepton, Pecksridge, 
Plummers Landing, Plummers Mill, Poplar Plains, Ringos Mills, Tilton & Wallingford); Mason 
(Western two-thirds, including Townships of Dover, Lewisburg, Mays Lick, Maysville, Minerva, 
Moranburg, Murphysville, Ripley, Sardis, Shannon, South Ripley & Washington);  
Nicholas (Townships of  Barefoot, Barterville, Carlisle, Ellisville, Headquarters, Henryville, 
Morningglory, Myers & Oakland Mills); Owen (Townships of Beechwood, Bromley, Fairbanks, 
Holbrook, Jonesville, Long Ridge, Lusby's Mill, New, New Columbus, New Liberty, Owenton, 
Poplar Grove, Rockdale, Sanders, Teresita & Wheatley); Scott (Northern two-thirds, including 
Townships of Biddle, Davis, Delaplain, Elmville, Longlick, Muddy Ford, Oxford, Rogers Gap, 
Sadieville, Skinnersburg & Stonewall) & Bracken, Gallatin, Grant, Harrison & Robertson Counties: 
Ironworkers: 
  Fence Erector ........................................22.70......................................................16.42 
  Structural...............................................25.22......................................................16.42 
Bourbon (Southern two-thirds, including Townships of Austerlity, Centerville, Clintonville, 
Elizabeth, Hutchison, Littlerock, North Middletown & Paris); Carroll (Western two-thirds, including 
Townships of Carrollton, Easterday, English, Locust, Louis, Prestonville & Worthville); Clark 
(Western two-thirds, including Townships of Becknerville, Flanagan, Ford, Pine Grove, Winchester 
& Wyandotte); Owen (Eastern eighth, including Townships of Glenmary, Gratz, Monterey, Perry 
Park & Tacketts Mill); Scott (Southern third, including Townships of Georgetown, Great Crossing, 
Newtown, Stamping Ground & Woodlake); Anderson, Boyle, Breckinridge, Bullitt, Fayette, 
Franklin, Grayson, Hardin, Henry, Jefferson, 
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CRAFTS: (continued) 
Jessamine, Larue, Madison, Marion, Meade, Mercer, Nelson, Oldham, Shelby, Spencer, Trimble, 
Washington & Woodford Counties: 
Ironworkers .............................................23.93......................................................16.74 
 
Bourbon (Northern third, including Townships of Jackson, Millersburg, Ruddel Mills & Shawhan); 
Carroll (Eastern third, including the Townships of Ghent); Fleming (Western part, excluding 
Townships of Beechburg, Colfax, Elizaville, Flemingsburg, Flemingsburg Junction, Foxport, Grange 
City, Hillsboro, Hilltop, Mount Carmel, Muses Mills, Nepton, Pecksridge, Plummers Landing, 
Plummers Mill, Poplar Plains, Ringos Mills, Tilton & Wallingford); Mason (Western two-thirds, 
including Townships of Dover, Lewisburg, Mays Lick, Maysville, Minerva, Moranburg, 
Murphysville, Ripley, Sardis, Shannon, South Ripley & Washington); Nicholas (Townships of 
Barefoot, Barterville, Carlisle, Ellisville, Headquarters, Henryville, Morningglory, Myers & Oakland 
Mills); Owen (Townships of Beechwood, Bromley, Fairbanks, Holbrook, Jonesville, Long Ridge, 
Lusby's Mill, New, New Columbus, New Liberty, Owenton, Poplar Grove, Rockdale, Sanders, 
Teresita & Wheatley); Scott (Northern two-thirds, including Townships of Biddle, Davis, Delaplain, 
Elmville, Longlick, Muddy Ford, Oxford, Rogers Gap, Sadieville, Skinnersburg & Stonewall);  
Bracken, Gallatin, Grant, Harrison & Robertson Counties: 
Ironworkers: 
 Up to and including 30- mile radius of Hamilton County, Ohio Courthouse.......25.65........16.00 
 Beyond 30- mile radius of Hamilton County, Ohio Courthouse ..........................25.90........16.00 
Clark (Eastern third, including Townships of Bloomingdale, Hunt, Indian Fields, Kiddville, Loglick, 
Rightangele & Thomson); Fleming (Townships of Beechburg, Colfax, Elizaville, Flemingsburg, 
Flemingsburg Junction, Foxport, Grange City, Hillsboro, Hilltop, Mount Carmel, Muses Mills, 
Nepton, Pecksridge, Plummers Landing, Plummers Mill, Poplar Plains, Ringos Mills, Tilton & 
Wallingford); Mason (Eastern third, including Townships of Helena, Marshall, Orangeburg, 
Plumville & Springdale); Nicholas (Eastern eighth, including the Township of Moorefield Sprout); 
Bath, Boyd, Carter, Elliott, Greenup, Lewis, Montgomery & Rowan Counties: 
 Ironworkers: 
  Zone 1 ...................................................27.12 .....................................................17.07 
  Zone 2 ...................................................27.52 .....................................................17.07 
  Zone 3 ...................................................29.12 .....................................................17.07 
     
  Zone 1 - Up to 10 mi. radius of union hall, Ashland, KY, 1643 Greenup Avenue; 
  Zone 2 - 10 to 50 mi. radius of union hall; 
  Zone 3 - 50 mi. radius and beyond. 
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 HIGHWAY FRINGE 
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 RATES COMBINED 
 
CRAFTS: (continued) 
Anderson, Breckinridge, Bullitt, Carroll, Grayson, Hardin, Henry, Jefferson, Larue, Marion, Meade, 
Nelson, Oldham, Shelby, Spencer, Trimble and Washington Counties: 
Painters: 
 Brush & Roller .......................................18.22 .......................................................9.37 
Spray, Sand Blast, Power Tools,  
Water Blast & Steam Cleaning ...............18.97 .......................................................9.37 
Bracken, Gallatin, Grant, Mason, and Owen Counties: 
 Painters:  
 (Heavy and Highway Bridges- 
 Guardrails–Lightpoles-Striping): 
   Bridge/Equipment Tender and 
   Containment Builder............................20.49 .......................................................6.83 
   Brush and Roller ..................................23.10 .......................................................6.83 
   Elevated Tanks; 
   Steeplejack Work; Bridge & 
   Lead Abatement ...................................24.10 .......................................................6.83 
   Sand Blasting & Water 
   Blasting ............................................... 23.85........................................................6.83 
   Spray ................................................... 23.60........................................................6.83 
Bath, Bourbon, Boyle, Clark, Fayette, Fleming, Franklin, Harrison, Jessamine, Madison, Mercer, 
Montgomery, Nicholas, Robertson, Scott and Woodford Counties 
 Painters: 
Brush & Roller ....................................... 21.30........................................................5.90 
Elevated Tanks; 
Steeplejack Work;  Bridge & 
Lead Abatement ..................................... 22.30........................................................5.90 
Sandblasting & Waterblasting ............... 22.05........................................................5.90 
Spray ...................................................... 21.80........................................................5.90 
Bridge/Equipment Tender and/or 
Containment Builder.............................. 18.90........................................................5.90 
Boyd, Carter, Elliott, Greenup, Lewis and Rowan Counties 
 Painters: 
 Bridges ...................................................27.13……………………………………9.95 
All Other Work .......................................24.23……………………………………9.95 
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CRAFTS: (continued) 
Breckinridge, Bullitt, Carroll (Western Half), Franklin (Western three-fourths), Grayson, Hardin, 
Henry, Jefferson, Larue, Marion, Meade, Nelson, Oldham, Shelby, Spencer, Trimble and 
Washington Counties: 
Plumber .................................................. 30.00..................................................... 12.67 
Boyd, Carter, Elliott, Greenup, Lewis and Rowan Counties: 
Plumbers and Steamfitters ......................29.20......................................................14.29 
Bracken, Carroll (Eastern Half), Gallatin, Grant, Mason, Owen and Robertson Counties: 
 Pipefitters and Plumbers ........................28.39 .....................................................14.30  
 
LABORERS: 
Bath, Bourbon, Boyd, Boyle, Bracken, Carter, Clark, Elliott, Fayette, Fleming, Franklin, Gallatin, 
Grant, Greenup, Harrison, Jessamine, Lewis, Madison, Mason, Mercer, Montgomery, Nicholas, 
Owen, Robertson, Rowan, Scott, & Woodford Counties: 
 
GROUP 1 - Aging and Curing of Concrete, Asbestos Abatement Worker, Asphalt Plant, Asphalt, 
Batch Truck Dump, Carpenter Tender, Cement Mason Tender, Cleaning of Machines, Concrete, 
Demolition, Dredging, Environmental - Nuclear, Radiation, Toxic and Hazardous Waste - Level D, 
Flagperson, Grade Checker, Hand Digging and Hand Back Filling, Highway Marker Placer, 
Landscaping Mesh Handler and Placer, Puddler, Railroad, Rip-Rap and Grouter, Right-of-Way  
Sign, Guard rail and Fence Installer, Signal Person, Sound Barrier Installer, Storm and Sanitary 
Sewer, Swamper, Truck Spotter and Dumper, and Wrecking of Concrete Forms, General Cleanup. 
 
 BASE RATE .........................................................19.86 
 FRINGE BENEFITS .............................................9.55 
 
Group 2 - Batter Board Man (Sanitary And Storm Sewer), Brickmason Tender, Mortar Mixer 
Operator, Scaffold Builder, Burner and Welder, Bushammer, Chain Saw Operator, Concrete Saw 
Operator, Deckhand Scow Man, Dry Cement Handler, Environmental - Nuclear, Radiation, Toxic 
and Hazardous Waste - Level C, Forklift Operator for Masonary, Form Setter, Green Concrete 
Cutting, Hand Operated Grouter and Grinder Machine Operator, Jackhammer, Pavement Breaker, 
Paving Joint Machine, Pipelayer, Plastic Pipe Fusion, Power Driven Georgia Buggy and Wheel 
Barrow, Power Post Hole Digger, Precast Manhole Setter, Walk-Behind Tamper, Walk-Behind 
Trencher, Sand Blaster, Concrete Chipper, Surface Grinder, Vibrator Operator and Wagon Driller. 
 
 BASE RATE .........................................................20.11 
 FRINGE BENEFITS .............................................9.55 
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LABORERS:  (continued) 
GROUP 3 - Asphalt Luteman and Raker, Gunnite Nozzleman, Gunnite Operator and Mixer, Grout 
Pump Operator, Side Rail Setter, Rail Paved Ditch, Screw Operator, Tunnel (Free Air) and Water 
Blaster. 
 
 BASE RATE .........................................................20.16 
 FRINGE BENEFITS .............................................9.55 
 
GROUP 4 - Caisson Worker (Free Air), Cement Finisher, Environmental - Nuclear, Radiation, Toxic 
and Hazardous Waste - Levels A and B, Miner and Driller (Free Air), Tunnel Blaster and Tunnel 
Mucker (Free Air), Directional & Horizontal Boring, Air Track Drillers (all types), Powdermen & 
Blasters, Troxler & Concrete Tester if Laborer is Utilized. 
 
 BASE RATE .........................................................20.76 
 FRINGE BENEFITS .............................................9.55 
LABORERS: 
Anderson, Bullitt, Carroll, Hardin, Henry, Jefferson, Larue, Marion, Meade, Nelson, Oldham, 
Shelby, Spencer, Trimble & Washington Counties: 
 
GROUP 1 - Aging and Curing of Concrete, Asbestos Abatement Worker, Asphalt Plant, Asphalt, 
Batch Truck Dump, Carpenter Tender, Cement Mason Tender, Cleaning of Machines, Concrete, 
Demolition, Dredging, Environmental - Nuclear, Radiation, Toxic and Hazardous Waste - Level D, 
Flagperson, Grade Checker, Hand Digging and Hand Back Filling, Highway Marker Placer, 
Landscaping Mesh Handler and Placer, Puddler, Railroad, Rip-Rap and Grouter, Right-of-Way  
Sign, Guardrail and Fence Installer, Signal Person, Sound Barrier Installer, Storm and Sanitary 
Sewer, Swamper, Truck Spotter and Dumper, and Wrecking of Concrete Forms, General Cleanup. 
 
 BASE RATE .........................................................20.01 
 FRINGE BENEFITS .............................................9.40 
 
Group 2 - Batter Board Man (Sanitary And Storm Sewer), Brickmason Tender, Mortar Mixer 
Operator, Scaffold Builder, Burner and Welder, Bushammer, Chain Saw Operator, Concrete Saw 
Operator, Deckhand Scow Man, Dry Cement Handler, Environmental - Nuclear, Radiation, Toxic 
and Hazardous Waste - Level C, Forklift Operator for Masonary, Form Setter, Green Concrete 
Cutting, Hand Operated Grouter and Grinder Machine Operator, Jackhammer, Pavement Breaker, 
Paving Joint Machine, Pipelayer, Plastic Pipe Fusion, Power Driven Georgia Buggy and Wheel 
Barrow, Power Post Hole Digger, Precast Manhole Setter, Walk-Behind Tamper, Walk-Behind 
Trencher, Sand Blaster, Concrete Chipper, Surface Grinder, Vibrator Operator and Wagon Driller. 
 
 BASE RATE .........................................................20.26 
 FRINGE BENEFITS .............................................9.40 
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LABORERS:  (continued) 
GROUP 3 - Asphalt Luteman and Raker, Gunnite Nozzleman, Gunnite Operator and Mixer, Grout 
Pump Operator, Side Rail Setter, Rail Paved Ditch, Screw Operator, Tunnel (Free Air) and Water 
Blaster. 
 
 BASE RATE .........................................................20.31 
 FRINGE BENEFITS .............................................9.40 
 
GROUP 4 - Caisson Worker (Free Air), Cement Finisher, Environmental - Nuclear, Radiation, Toxic 
and Hazardous Waste - Levels A and B, Miner and Driller (Free Air), Tunnel Blaster and Tunnel 
Mucker (Free Air), Directional & Horizontal Boring, Air Track Drillers (all types), Powdermen & 
Blasters, Troxler & Concrete Tester if Laborer is Utilized. 
 
 BASE RATE .........................................................20.91 
 FRINGE BENEFITS .............................................9.40 
LABORERS: 
Breckinridge & Grayson Counties: 
GROUP 1 - Aging and curing of concrete, Asbestos Abatement Worker, Asphalt Plant, Asphalt, 
Batch Truck Dump, Carpenter Tender, Cement Mason Tender, Cleaning of Machines, Concrete, 
Demolition, Dredging, Environmental - Nuclear, Radiation, Toxic and Hazardous Waste - Level D, 
Flagperson, Grade Checker, Hand Digging and Hand Back Filling, Highway Marker Placer, 
Landscaping Mesh Handler and Placer, Puddler, Railroad, Rip-Rap and Grouter, Right-of-Way  
Sign, Guard rail and Fence Installer, Signal Person, Sound Barrier Installer, Storm and Sanitary 
Sewer, Swamper, Truck Spotter and Dumper, and Wrecking of Concrete Forms, General Cleanup. 
 
 BASE RATE .........................................................20.46 
 FRINGE BENEFITS .............................................8.95 
 
Group 2 - Batter Board Man (Sanitary And Storm Sewer), Brickmason Tender, Mortar Mixer 
Operator, Scaffold Builder, Burner and Welder, Bushammer, Chain Saw Operator, Concrete Saw 
Operator, Deckhand Scow Man, Dry Cement Handler, Environmental - Nuclear, Radiation, Toxic 
and Hazardous Waste - Level C, Forklift Operator for Masonary, Form Setter, Green Concrete 
Cutting, Hand Operated Grouter and Grinder Machine Operator, Jackhammer, Pavement Breaker, 
Paving Joint Machine, Pipelayer, Plastic Pipe Fusion, Power Driven Georgia Buggy and Wheel 
Barrow, Power Post Hole Digger, Precast Manhole Setter, Walk-Behind Tamper, Walk-Behind 
Trencher, Sand Blaster, Concrete Chipper, Surface Grinder, Vibrator Operator and Wagon Driller. 
 
 BASE RATE .........................................................20.71 
 FRINGE BENEFITS .............................................8.95 
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LABORERS:  (continued) 
GROUP 3 - Asphalt Luteman and Raker, Gunnite Nozzleman, Gunnite Operator and Mixer, Grout 
Pump Operator, Side Rail Setter, Rail Paved Ditch, Screw Operator, Tunnel (Free Air) and Water 
Blaster. 
 
 BASE RATE .........................................................20.76 
 FRINGE BENEFITS .............................................8.95 
 
GROUP 4 - Caisson Worker (Free Air), Cement Finisher, Environmental - Nuclear, Radiation, Toxic 
and Hazardous Waste - Levels A and B, Miner and Driller (Free Air), Tunnel Blaster and Tunnel 
Mucker (Free Air), Directional & Horizontal Boring, Air Track Drillers (all types), Powdermen & 
Blasters, Troxler & Concrete Tester if Laborer is Utilized. 
 
 BASE RATE .........................................................21.36 
 FRINGE BENEFITS .............................................8.95 
 
TRUCK DRIVER CLASSIFICATIONS:    TEAMSTERS                                        BASE RATE 
GROUP 1 - Mobile Batch Truck Tender ...................…………….................................. 16.57 
 
GROUP 2 - Greaser, Tire Changer and Mechanic Tender ............................................   16.68   
 
GROUP 3 - Single Axle Dump, Flatbed, Semi-trailer or Pole Trailer when used to pull building 
materials and equipment, Tandem Axle Dump, Distributor, Mixer and  
Truck Mechanic ............................................................................................................... 16.86 
 
GROUP 4 - Euclid & Other Heavy Earthmoving Equipment &  Lowboy, Articulator Cat, 5-Axle 
Vehicle, Winch & A-Frame when used in transporting materials, Ross Carrier, Forklift when used to 
transport building materials and Pavement Breaker ..........................................................16.96  
 

FRINGE BENEFITS..................................................7.34 
 
 
OPERATING ENGINEERS: 
A-Frame Winch Truck, Auto Patrol, Backfiller, Batcher Plant, Bituminous Paver, Bituminous 
Transfer Machine, Boom Cat, Bulldozer, Mechanic, Cableway, Carry-All Scoop, Carry Deck Crane, 
Central Compressor Plant, Clamshell, Concrete Mixer (21 Cu. Ft. or Over), Concrete Paver, Truck-
Mounted Concrete Pump, Core Drill, Crane, Crusher Plant, Derrick, Derrick Boat, Ditching and 
Trenching Machine, Dragline, Dredge Operator, Dredge Engineer, Elevating Grader and Loaders, 
Grade-All, Gurries, Heavy Equipment Robotics Operator/Mechanic, High Lift, Hoe-Type Machine, 
Hoist (two or more drums), Hoisting Engine (two or more drums), Horizontal Directional Drill 
Operator, Hydrocrane, Hyster, Kecal Loader, Letourneau, Locomotive, 
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OPERATING ENGINEERS:  (continued) 
Mechanically Operated Laser Screed, Mechanic Welder, Mucking Machine, Motor Scraper, 
Orangepeel Bucket, Piledriver, Power Blade, Pumpcrete, Push Dozer, Rock Spreader Attached to 
Equipment, Rotary Drill, Roller (Bituminous), Scarifier, Scoopmobile, Shovel, Side Boom, 
Subgrader, Tailboom, Telescoping Type Forklift, Tow or Push Boat, Tower Crane (French, German 
and other types), Tractor Shovel and Truck Crane, Tunnel Mining Machines, Including Moles, 
Shields or similar types of Tunnel Mining Equipment. 
 
 BASE RATE .........................................................23.60 
 FRINGE BENEFITS ...........................................12.40 
 
Air Compressor (over 900 cu. ft. per min.), Bituminous Mixer, Boom Type Tamping Machine, Bull 
Float, Concrete Mixer (under 21 cu. ft.), Dredge Engineer, Electric Vibrator Compactor/Self-
Propelled Compactor, Elevator (one drum or Buck Hoist), Elevator (when used to hoist building 
material), Finish Machine, Fireman & Hoist (one drum), Flexplane, Forklift (reguardless of lift 
height), Form Grader, Joint Sealing Machine,  Outboard Motor Boat, Power Sweeper (riding type), 
Roller (rock), Ross Carrier, Skid Mounted Or Trailer Mounted Concrete Pump, Skid Steer Machine 
with all attachments, Switchman or Brakeman, Throttle Valve Person, Tractair and Road Widening 
Trencher, Tractor (50 H.P. or over), Truck Crane Oiler, Tugger, Welding Machine, Well Points and 
Whirley Oiler. 
 
 BASE RATE .........................................................21.18 
 FRINGE BENEFITS ...........................................12.40 
All off road material handling equipment, including Articulating Dump Trucks, Greaser on Grease 
facilities servicing heavy equipment. 
 
 
 BASE RATE .........................................................21.56 
 FRINGE BENEFITS ...........................................12.40 
 
Bituminous Distributor, Burlap and Curing Machine, Cement Gun, Concrete Saw, Conveyor, 
Deckhand Oiler, Grout Pump, Hydraulic Post Driver, Hydro Seeder, Mud Jack, Oiler, Paving Joint 
Machine, Power Form Handling Equipment, Pump, Roller (Earth), Steerman, Tamping Machine, 
Tractor (under 50 H.P.) and Vibrator. 
 
 BASE RATE .........................................................20.92 
 FRINGE BENEFITS ...........................................12.40 
 
Cranes - with Booms 150 ft. and over (including jib), and where the length of the Boom in 
combination with the length of the piling leads equals or exceeds 150 ft. - $1.00 over Group 1 rate. 
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Employees assigned to work below ground level are to be paid 10% above basic wage rate.  This 
does not apply to open cut work.  
 
WELDERS - Receive rate for craft in which welding is incidental. 
 
Fringe benefit amounts are applicable for all hours worked except when otherwise noted. 
 
These rates are listed pursuant to Kentucky Determination No. CR-06-III HWY dated July 10, 2007  
and/or Federal Decision Number KY20080027 dated February 8, 2008 modification #0 dated 
February 8, 2008, modification #1 dated March 7, 2008, modification #2 dated April 4, 2008, 
modification #3 dated May 2, 2008, modification #4 dated June 6, 2008, modification #5 dated July 
4, 2008, modification #6 dated August 1, 2008, modification #7 dated August 15, 2008, modification 
#8 dated September 5, 2008 and modification #9 dated October 3, 2008. 
 
No Laborer, workman or mechanic shall be paid at a rate less than that of a Journeyman except those 
classified as bona fide apprentices. 
 
Apprentices or trainees shall be permitted to work as such subject to Administrative Regulations 
adopted by the Commissioner of Workplace Standards.  Copies of these regulations will be furnished 
upon request from any interested person. 
 
Before using apprentices on the job the contractor shall present to the Contracting Officer written 
evidence of registration of such employees in a program of a State apprenticeship and training 
agency approved and recognized by the U. S. Bureau of Apprenticeship and Training.  In the absence 
of such a State agency, the contractor shall submit evidence of approval and registration by the U. S. 
Bureau of Apprenticeship and Training. 
 
The contractor shall submit to the Contracting Officer, written evidence of the established 
apprenticeship-journeyman ratios and wage rates in the project area, which will be the basis for 
establishing such ratios and rates for the project under the applicable contract provisions. 
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TO:   EMPLOYERS/EMPLOYEES 
 
PREVAILING WAGE SCHEDULE: 
 
The wages indicated on this wage schedule are the least permitted to be paid for the 
occupations indicated.  When an employee works in more than one classification, the employer 
must record the number of hours worked in each classification at the prescribed hourly base 
rate. 
 
OVERTIME: 
 
Overtime is to be paid after an employee works eight (8) hours a day or forty (40) hours a 
week, whichever gives the employee the greater wages.  At least time and one-half the base rate 
is required for all overtime.  A laborer, workman or mechanic and an employer may enter into 
a written agreement or a collective bargaining agreement to work more than eight (8) hours a 
calendar day but not more than ten (10) hours a calendar day for the straight time hourly rate. 
 Wage violations or questions should be directed to the designated Engineer or the 
undersigned. 
 
 
 
 Steve Waddle, Director 
 Division of Construction Procurement 
 Frankfort, Kentucky 40622 
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INSURANCE 
 
 
The Contractor shall carry the following insurance in addition to the insurance required by law: 
 

1. Contractor's Public Liability Insurance not less than $100,000.00 for damages arising out of bodily 
injuries to or death to one person.  Not less than $300,000.00 for damages arising out of bodily 
injuries to or death to two or more persons. 

 
2. Contractor's Property Damages Liability Insurance.  Not less than $100,000.00 for all damages 

arising out of injury or destruction of property in any one accident.  Not less than $300,000.00 for all 
damages during the policy period. 

 
3. Contractor's Protective Public Liability and Property Damage Insurance.  The contractor shall 

furnish evidence with respect to operations performed for him by subcontractors that he carries in his 
own behalf for the above stipulated amounts. 

 
4. The insurance required above must be evidenced by a Certificate of Insurance and this Certificate of 

Insurance must contain one of the following statements: 
 

a. "policy contains no deductible clauses." 
 
b. "policy contains _________________ (amount) deductible property damage clause but company 

will pay claim and collect the deductible from the insured." 
 

5. WORKMEN'S COMPENSATION INSURANCE.  The contractor shall furnish evidence of 
coverage of all his employees or give evidence of self- insurance by submitting a copy of a certificate 
issued by the Workmen's Compensation Board. 
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                                       KENTUCKY TRANSPORTATION CABINET
                                            DEPARTMENT OF HIGHWAYS
                                             FRANKFORT, KY 40622

 CONTRACT ID: 082334                                                                       PAGE:   1
      COUNTY: VARIOUS                                                                   LETTING: 10/31/08
    PROPOSAL: FE01 121 DW08 0000023                                                     CALL NO: 307

 ----------------------------------------------------------------------------------------------------------
 LINE |ITEM         DESCRIPTION                             | APPROXIMATE UNIT |     UNIT    |    AMOUNT
  NO  |                                                     |   QUANTITY       |    PRICE    |
 ----------------------------------------------------------------------------------------------------------
      SECTION 0001  ROADWAY
 ----------------------------------------------------------------------------------------------------------
 0010 |02572        QUALITY CONTROL                         |  (     1.00) LS  |             |
      |                                                     |                  |             |
 ----------------------------------------------------------------------------------------------------------
 0020 |06520        PAVE STRIPING-WB PAINT-4 IN W           |      948.000 MILE|             |
      |             MP ROUTES                               |                  |             |
 ----------------------------------------------------------------------------------------------------------
 0030 |06520        PAVE STRIPING-WB PAINT-4 IN W           |       86.000 MILE|             |
      |             RS ROUTES                               |                  |             |
 ----------------------------------------------------------------------------------------------------------
 0040 |06521        PAVE STRIPING-WB PAINT-4 IN Y           |      939.000 MILE|             |
      |             MP ROUTES                               |                  |             |
 ----------------------------------------------------------------------------------------------------------
 0050 |06521        PAVE STRIPING-WB PAINT-4 IN Y           |      588.000 MILE|             |
      |             RS ROUTES                               |                  |             |
 ----------------------------------------------------------------------------------------------------------
 0060 |21741NC      MAINTAIN & CONTROL TRAFFIC              |        1.000 EACH|             |
      |                                                     |                  |             |
 ----------------------------------------------------------------------------------------------------------
 0070 |23138EN      RETROREFLECTOMETER                      |        2.000 EACH|             |
      |                                                     |                  |             |
 ----------------------------------------------------------------------------------------------------------
 0080 |23139EN      STRIPING REMOVAL                        |    1,000.000 LF  |             |
      |                                                     |                  |             |
 ----------------------------------------------------------------------------------------------------------
 0090 |23140EN      DURABLE WATERBORNE MARKING-6 IN W       |      448.000 MILE|             |
      |             MP ROUTES                               |                  |             |
 ----------------------------------------------------------------------------------------------------------
 0100 |23141EN      DURABLE WATERBORNE MARKING-6 IN Y       |      331.000 MILE|             |
      |             MP ROUTES                               |                  |             |
 ----------------------------------------------------------------------------------------------------------
      SECTION 0002  DEMOBILIZATION
 ----------------------------------------------------------------------------------------------------------
 0110 |02569        DEMOBILIZATION                          |         LUMP     |             |
      |                                                     |                  |             |
 ----------------------------------------------------------------------------------------------------------
      |                                                     |
      |                TOTAL BID                            |
 ----------------------------------------------------------------------------------------------------------
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