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Proposal revisions are available at http://transportation.ky.gov/Construction-

Procurement/. 

Plan revisions are available at http://www.lynnimaging.com/kytransportation/. 

If you have any questions, please contact us at 502-564-3500. 

Sincerely, 

Diana Castle Radcliffe 

Director 

Division of Construction Procurement 

DR:ws
Enclosures 
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SPECIAL NOTES FOR WATERBORNE PAINT STRIPING 
AND DURABLE WATERBORNE PAINT STRIPING  

DISTRICT WIDE CONTRACTS 

DESCRIPTION 

Perform all work according to the Commonwealth of Kentucky, Transportation Cabinet, 
Department of Highways' 2012 Standard Specifications for Road and Bridge Construction; 
Supplemental Specifications; applicable Standard and Sepia Drawings; applicable Special 
Provisions; Kentucky Methods; current editions, and the notes and specifications included in this 
proposal. 

SCOPE OF WORK 

The work performed under this contract shall consist of furnishing and applying waterborne 
striping paint for 4 inch lines and durable waterborne striping paint for 6 inch lines reflectorized 
with glass beads, to the sections of roadway provided in this contract with an updated listing 
provided at the pre-construction meeting. This contract is for the installation of centerlines, lane 
lines, edgelines, ramp lines, dotted lines and gore markings only.  Gore marking materials shall 
be the same as the mainline of the roadway.  Special markings such as stop bars, crosswalks, 
cross-hatching, railroad markings, etc. are not to be installed under this contract.  

Intersection approach markings such as the edgelines of large painted islands or edgelines on 
mountable medians may be included at the discretion of the Engineer provided they can be 
painted by the striping truck.  Markings that would require application by equipment other than 
the striping truck are not to be installed under this contract. 

The vast majority of the work performed under this contract will consist of retracing existing 
lines.  The Department will be responsible for pre-marking any section of roadway where there 
are no existing markings, old markings are no longer visible, or where the existing markings are 
to be changed.  Do not place edge lines on any section of roadway where edgelines do not 
currently exist without written authorization from the Chief District Engineer.   

MATERIALS FOR WATERBORNE AND DURABLE WATERBORNE PAINT 
STRIPING 

PAINT: Select Materials for this project to meet the performance requirements detailed in 
Section 842 and 846 of the Standard Specifications.  As an alternate to 100% acrylic 
polymer resin as described in 846.02, internally cross-linked styrene-acrylic polymer resin 
as evidenced by infrared peaks at 730 and 700 cm^-1 may be used.  Initial samples for 
each formulation must be submitted for approval prior to initiation of the striping 
operation.  The initial sample may be sent directly to the Department from the 
manufacturer of the paint.
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