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SPECIAL NOTE FOR BRIDGE RESTORATION AND WATERPROOFING
WITH CONCRETE OVERLAYS

I. DESCRIPTION.  Perform all work in accordance with the Kentucky Transportation 
Cabinet, Department of Highway’s 2008 Standard Specifications for Road and Bridge 
Construction and applicable Supplemental Specifications, the Standard Drawings, and 
this Note.  Section references are to the Standard Specifications.

This work consists of the following: (1) Furnish all labor, materials, tools, and 
equipment; (2) Machine preparation of existing slab; (3) Complete full-depth slab repairs 
as directed by the Engineer; (4) Place new concrete overlay and epoxy-sand slurry in
accordance with Section 606; (5) Maintain and control traffic; and (6) Any other work 
specified as part of this contract.

All construction will be in accordance with Section 606 unless otherwise specified.

II. MATERIALS.
A. Latex Concrete.  See Section 606.03.17. 
B. Class “M” Concrete.  Use either “M1” or “M2”.  See Section 601.
C. Epoxy-Sand Slurry. See Section 606.03.10.

III. CONSTRUCTION.

A. Full Depth Slab Repair. Perform full depth patching in accordance with section 
606.03.05.  The Department will not measure material removal, forming, blast 
cleaning, or retying steel reinforcement in the patches and will consider this work 
incidental to the pay item “Concrete Class M Full Depth Patch.”  

B. Partial Depth Slab Repair.  Contrary to the Standard Specifications, all partial depth 
slab repair concrete shall be the same material as used for the overlay.  Additionally, 
all partial depth slab repair concrete is to be placed monolithically with the overlay.  
The pay item “Concrete Overlay-Latex” shall include additional cubic yards for 
partial depth patching.  The Department will not measure material removal, forming, 
blast cleaning, or retying steel reinforcement in the patches and will consider this 
work incidental to the pay item “Concrete Overlay-Latex”.

 C.  Surface Texturing.  Texture the concrete surface of the overlay in accordance with 
Section 609.03.10.  The minimum thickness of the textured overlay shall be as 
follows:  

Latex Cement Concrete – 1 ¼”

D. Approach and Departure Wedge.  The Contractor shall place a 50’ asphalt wedge 
on each side of the bridge.  The wedge shall match the elevation of the armored edge 
at each end of the bridge and taper to the existing pavement at a point 50’ from each 
bridge end.  The contractor shall place wedge and mechanically compact wedge to the 
satisfaction of the Engineer prior to allowing traffic back on a section of the new 
overlay.  Payment for the wedge shall be at the contract unit price per ton under the 
pay item “00301 CL2 ASPH SURF 0.38D PG64-22”.
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