BARBED

VARIABLE (1)
WIRE \ 32" NPS GATE POST CENTER |
2 1o CAP 2V NPS VARIABLE (2)
15" NPS GATE FRAME 2
\ 4 LOCKING DEVICEE . V2 b GA2E POST F: CAP
== I [TTT T Tkd] N =l
T] /4" NPS /2" NPS -~ md
T 4-3 i 7 GATE FRAME\é 4'-0"| o
i ] §>< 1 7'-0""
4I_oll ] 14
- 14" NPS i 1]
mji \\ | i HORIZ BRACE —[—H H
T \ TT 7"0” ::: | J H
31 ,_? " ||||‘ LOCKING DEVICE CATCH ‘ f El= 3 ol =
1'-6 L' 2@ | Bt 6D, 5
] ] 2o oy CLASS “B’’ CONCRETE 3o | o S i
WELDED | L) (ryprea 3-0m | |4k L s
ALTERNATE METHODS OF SECURING i ‘955 cLass B[S Ky
VERTICAL STAY WIRE TO THE 10 "~ | CONCRETE | 5=
HORIZONTAL WIRE OF THE FABRIC. L Leon) ipToal) e
VEHICULAR GATE g
8" WOOD GATE POST CONNECTED TO METAL POSTS PEDESTRIAN GATE
VARIABLE (1) YT T———— CONNECTED TO METAL POSTS
BARBED WIRE 2" " "
CAP i 8" WOOD VARIABLE
Qf / CENTER LOCKING DEVICE 4’ WOOD BRACE F GATE POST r ®T -t
i i it - fi ] I [ L {CAP _T )
|/ naAEE pumint SR o e e
I (VAL 4'-3" i \‘\ ‘ ‘L A
fg 4 NPs — -0 Lgr — g-0”||| | T
y == e 112" NPS | 1 4
NEIn TN 879" GATE FRAME i
] al_oll
| 1] 1] /
- h i 11/4" NPS N4
N : i T HORIZ BRACE——P 17}
\ BRACE ‘ e | 1| - LOCKING DEVICE CATCH 3" b2 T
WIRE ol 01,, 6 H 3l R M\BRACE 30
; Lo TS 3'-6"( " WIRE
0 4-0 SR
CLASS ‘/B" CONCRETE S j_ E -0 t;:"
(TYPICAL) igrl T 41| cLass B~
VEHICULAR GATE L J t  [-»= ] CONCRETE
CONNECTED TO WOOD POSTS 1'-6" LI,_G,,J (TYPICAL)
~ NOTES ~ PEDESTRIAN GATE
BID ITEMS AND UNIT TO BID 4. THE CONTRACTOR IS NOT TO ORDER GATES UNTIL THEIR CONNECTED TO WOOD POSTS
SINGLE VEHICUL(,)ARR WOVEN WIRE GATE EACH EE&E&E&;Y AND LOCATION HAVE BEEN CERTIFIED BY THE
DOUBLE VEHICULAR WOVEN WIRE GATE EACH 5, WOVEN-WIRE FABRIC USED IN THE GATES SHALL EITHER BE DEPARTMEST oF LIGHWATS
ALUMINUM-COATED STEEL NO. 1047-6-9 OR ZINC-COATED STEEL
ey oS
; , 6. NPS = NOMINAL PIPE SIZE - ASTM F1083 AND F1043 (HEAVY WOVEN WIRE
(1 & 710 13 WIDT';' FOR SINGLE GATE INDUSTRIAL FENCE) SHALL GOVERN. GATES
AND 12 TO 26° WIDTH FOR DOUBLE GATE. 7. GATES SHALL HAVE HEAVY PRESSED STEEL CORNERS SECURELY
(2 4'TO 6 WIDTH RIVETED OR SHALL BE MACHINE NOTCHED AND ELECTRICALLY WELDED STANDARD DRAWING NO. RFG-001-07
3. FABRIC TIE WIRES SHALL BE SPACED 1’-0’” ON CENTERS. SO AS TO BE RIGID AND WATER TIGHT. ALL WELDED JOINTS SHALL 2 12-01-15
BE CLEANED AND PAINTED WITH TWO (2) COATS OF ALUMINUM PAINT. sueurieo o fsitioe.  12:0115
APPROVED. 12-01-15




