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INSTALLATIONS
TYPICAL GUARDRAIL

END TREATMENT ( TYPES
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ENTRANCES
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TERMINAL SECTION NO. 1

X

X

X

X

MAIN ROAD
TERMINAL SECTION NO. 1

SHOULDER

STEEL ''W'' BEAM

R/W FENCE TERMINAL SECTION NO. 1

SIDE ROAD

SHOULDER

GUARDRAIL USED AS A BARRICADE

GUARDRAIL (SINGLE FACE)

X

X

1, 2A, 3, 4A, OR 7 AS REQUIRED )

RBI-002

RBR-035FOR END TREATMENT TYPE 4A USE CUR. STD. DWG.            FOR OFFSETS.

USE WITH CUR. STD. DWG. 

THE MINIMUM LENGTH OF GUARDRAIL, INCLUDING THE END TREATMENT, PRECEDING 

A FIXED OBJECT IS 200 FEET: (LENGTH MAY BE REDUCED SHOULD FIELD CONDITIONS

WARRANT).
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~ NOTES ~

NORMAL GUARDRAIL INSTALLATION
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BREAK

2'-7''

TYPICAL DOUBLE FACE

GUARDRAIL INSTALLATION

2'-7''

1-5''

RBR-035
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