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DIAMETER OF PIPE IN INCHES

GRADE

%

ANCHOR

FOR ONE

CONC.

CLASS ''A''

OF

IN CU. YDS.

VOLUME

DIMENSIONS
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0 0.68

12''

25.64

15'' 18'' 21'' 24'' 27'' 30'' 36'' 42'' 48'' 54'' 60'' 66'' 72'' 78'' 84''

L

H ON EARTH

H ON ROCK

INTERMEDIATE ANCHOR FOR PIPE (CLASS ''A'' CONCRETE)

END ANCHOR FOR PIPE OUTLET (CLASS ''A'' CONCRETE)

FOR GRADE BREAKS IN PIPE, USE AVERAGE GRADE TO CALCULATE VOLUMES.

PLAN VIEW
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3'-4''

2'-4''

1'-8''
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8'' 8'' 8'' 8'' 9'' 9'' 9'' 9''
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8'-5''
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3'-9½''

4'-9½'' 5'-1''

4'-1''

3'-3½''

ON EARTH

ON ROCK
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2'-8'' 2'-9'' 3'-3'' 3'-6'' 3'-10'' 4'-1'' 4'-0''

1'-6''
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0.26 0.39 0.43 0.48 0.52 0.56 0.61 0.65 0.69
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END ELEVATION SECTION A-A SECTION X-X
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END ANCHOR FOR PIPE OUTLET
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1'-0'' FOR CIRCULAR PIPE

AND END ANCHORS

INTERMEDIATE

RDX-060-04

~ NOTES ~

1.

REINFORCEMENT.

CIRCULAR PIPE INCLUDES SLIGHTLY ELLIPTICAL CONCRETE PIPE WITH CIRCULAR

2.

3.

4.

BID ITEM AND UNIT TO BID

CUYDCONCRETE-CLASS ''A''

CU. YDS.

VOLUME

THE VOLUME DISPLACED BY BARREL OF PIPE HAS BEEN COMPUTED USING INSIDE

DIMENSION OF PIPE.

FORMS, MATERIAL, LABOR, ETC. INCIDENTAL TO CONSTRUCTION.

THE UNIT PRICE BID PER CU. YD. FOR CLASS ''A'' CONCRETE SHALL INCLUDE ALL
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