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TYPE 3

RUMBLE STRIPS

PLAN VIEW

SECTION B-BSECTION A-A

PAVEMENT EDGE

6'' 6''
4''

1.

2. THE GROOVED RUMBLE STRIPS SHALL BE CUT INTO THE CURED CONCRETE SHOULDER AS DETAILED ON THIS DRAWING.

3. THE GROOVE SHALL BE TAPERED OUT, SO AS TO PROVIDE POSITIVE DRAINAGE.

4. WHEN THE SHOULDER IS USED TO MAINTAIN TRAFFIC DURING CONSTRUCTION, THE RUMBLE STRIPS SHALL NOT BE

CUT UNTIL THE MAINLINE IS OPENED TO TRAFFIC.
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EDGE OF PAVED SHOULDER

OR MEDIAN

CONCRETE PAVED SHOULDER
PAVEMENT EDGE TRAFFIC

15'

RUMBLE STRIPS 45'-0'' O.C.

4'-0''

TYP.

1'-0''

1'-0'' 4'-0''

½"

5'-0''

½" O.C.

1'-0''

THE CONTRACT UNIT PRICE PER LINEAR FOOT FOR A SIX (6) STRIP UNIT SHALL INCLUDE ALL LABOR,

15' 15' 15' MAINLINE JOINT SPACING

JOINTED PLAIN CONCRETE PAVED SHOULDER OR MEDIAN (DOWELLED) WITH JOINTED PLAIN CONCRETE MAINLINE PAVEMENT

MATERIALS AND INCIDENTALS NECESSARY TO COMPLETE ONE INSTALLATION.
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