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PARALLEL DECELERATION LANE WITH OPTION LANE

TAPERED DECELERATION LANE
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DRAWING NOT TO SCALE
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DOTTED LANE LINE DIMENSIONS:

   be normal width.

Dotted lane lines shall 

12" WIDE SOLID CHANNELIZATION LINE.
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AND PARKWAYS

FOR INTERSTATES

RAMP MARKINGS

TYPICAL EXIT
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ARROWS PER LANE SHOULD BE PLACED AS SHOWN AND SPACED AT APPROXIMATELY ¼ MILE.

LANE USE ARROWS MAY BE USED WHEN THERE IS AN OPTION LANE.  IF USED, A MINIMUM OF THREE 

OF A PARALLEL DECELERATION LANE.

NORMAL WIDTH DOTTED LANE LINES SHALL BE USED ALONG THE TAPER AND FULL-WIDTH SECTION 

FOR TAPERED DECELERATION LANES, NORMAL WIDTH DOTTED EXTENSIONS SHALL BE INSTALLED AS SHOWN.

GORE AREA CHEVRON MARKINGS SHOULD BE USED IN ACCORDANCE WITH           .

TPM-201

STATE HIGHWAY ENGINEER DATE

DATEDIRECTOR DIVISION OF TRAFFIC OPERATIONS

SUBMITTED

APPROVED

DEPARTMENT OF HIGHWAYS

KENTUCKY

STANDARD DRAWING NO.

TPM-204
LEGEND

MARKINGS

WHITE

YELLOW

https://transportation.ky.gov/Highway-Design/Standard%20Drawings%20DGNS%202020/tpm204.PDF

	References
	IPLOT_R1, signatures.dgn, Default


