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"LONGITUDINAL""TRANSVERSE"

*

PATHS OF APPROACHING VEHICLES.

MODIFIED SO AS TO AVOID TIRE

*SPACING OF BARS SHOULD BE

ONCOMING TRAFFIC.

INSTALLED PARALLEL WITH 

CROSSWALK BARS SHALL BE 

CROSSWALK DETAIL

YIELD LINE DETAIL

X Y

12" or 24" 18" or 36"

NOTE: SPACING BETWEEN TRIANGLES SHOULD BE 3-12"

1.

2.

3.

STOP LINE NOTES

NEAREST EDGE OF THE INTERSECTING ROADWAY.
MORE THAN 30' OR NO LESS THAN 4' FROM THE 
CROSSWALK, STOP LINES SHOULD BE PLACED NO 
CROSSWALK.  IN THE ABSENCE OF A MARKED 
IN ADVANCE OF THE NEAREST EDGE OF A MARKED 
STOP LINES SHOULD BE PLACED A MINIMUM OF 4' 

PATH OF TURNING VEHICLES.
BACK SO AS NOT TO INTERFERE WITH THE WHEEL 
STOP LINES IN LEFT TURN LANES MAY BE PULLED 

EXTEND ACROSS ALL APPROACH LANES.
STOP LINES SHALL BE 24" WHITE AND SHALL 
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PAVEMENT.

WIDTH OF THE APPROACH 

EXTEND ACROSS THE FULL 

TRANSVERSE LINES SHOULD 

DRAWING NOT TO SCALE

"LADDER-STYLE" CROSSWALK.

LINES TO FORM A 

COMBINED WITH LONGITUDINAL 

TRANSVERSE LINES MAY BE 

      SHOULD BE THERMOPLASTIC.

      ALL MARKINGS SHOWN ON THIS DRAWING 

*NOTE: OTHER THAN LONGITUDINAL STRIPING, 

12-24" white

5

ARROWS ARE OPTIONAL IN THROUGH LANES.

2' IN LENGTH, WITH A GAP OF 2-6' BETWEEN LINES.

LINES WHICH THEY EXTEND AND SHOULD BE 6" IN WIDTH, 

TURN LANES.  THEY SHALL BE THE SAME COLOR OF THE 

DOTTED LANE LINE EXTENSIONS SHALL BE USED WITH DUAL 

BACK A MINIMUM OF 50' FROM THE STOP BAR.

SOLID LINE SEPARATING THROUGH LANES SHOULD EXTEND 

REFER TO             FOR GUIDANCE ON MEDIAN NOSES.

CROSSHATCH AND CHEVRON MARKINGS.

REFER TO             FOR GUIDANCE ON, AND DIMENSIONS OF, 

AT SIGNALIZED
INTERSECTIONS

TYPICAL MARKINGS

FOR GUIDANCE ON SPACING.

USED IN A LANE DROP SCENARIO. REFER TO  

ARROWS, ALONG WITH THE WORD "ONLY", SHALL ONLY BE 
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6" white

ARROWS SHALL BE USED IN ALL DEDICATED TURN LANES

AT SIGNALIZED INTERSECTIONS.  REFER TO

FOR GUIDANCE ON SPACING.
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