Special Note for Shoulder Milling/Trenching



Trench shoulders as shown on the Typical Section.  The Engineer may eliminate locations along the route from shoulder trenching (e.g. road approaches, turn lanes, entrances, etc.).  For entrances and road approaches, the Engineer will determine whether to omit the trenching or continue the trenching across the entrance or approach.  DO NOT trench across entrances or road approaches without the Engineer’s approval.  If trenching is achieved by means other than milling, saw cut the pavement _ inches deep to create a smooth edge prior to excavating the shoulder trench.  Excavate the material from the shoulder and maintain the proposed cross-slope as shown on the Typical Sections.  The intent is to mill, or excavate, the entire trench so that the proposed shoulder slope is retained at the end of the paving operation.  Reshape and compact excavated material from the trench on the outside edge of the newly paved shoulder as shown on the Typical Section.

Retain possession of excess materials and/or materials the Engineer deems unsuitable for reuse and waste the materials off the right-of-way at sites obtained by the Contractor at no additional cost to the Department.  See Special Provision for Waste and Borrow.

Accept payment at the contract unit price per square yard for SHOULDER MILLING/TRENCHING as full compensation for all labor, materials, equipment, and incidentals for excavating the shoulder trench and reuse and/or disposal of the excavated material.
