SPECIAL NOTES FOR REMOVAL OF GUARDRAIL
TO ACCOMMODATE TRENCHING AND SHOULDER PAVING OPERATIONS



If necessary to accommodate trenching and shoulder paving operations and with prior approval of the Engineer, the Contractor may remove the existing guardrail system rail elements and offset blocks.  Do not disturb guardrail posts, bridge end connectors, terminal sections, and/or end treatments.  Perform all guardrail removal operations under the same full lane closure required for the trenching or paving operations.  Remove the guardrail immediately in front of the trenching operation and reset the guardrail immediately after the operation has passed.  If the trenching and the paving operations at the site of the guardrail removal are scheduled to be accomplished on the same day, the Contractor may leave the guardrail removed during the interval between the operations only when the operations are being performed under a single lane closure.  Do not leave guardrail down overnight or at other times when operations are not actually in progress.

When resetting guardrail, do not leave blunt ends exposed where they would be hazardous to the public.  If left in place between the trenching and paving operations, protect exposed ends protected with a temporary end treatment installed by connecting at least 25 feet of rail to the exposed end, and by slightly flaring, and burying the end of the rail completely into the existing shoulder.  Place a drum with bridge panel in advance of the guardrail end and maintain during the interval between the trenching and paving operations.

Reset the guardrail to the lines and grades existing immediately prior to removal as shown on current standard drawings or as designated by the Engineer.  The Engineer will check the existing guardrail to be removed and reset before removal begins.  If components are found missing or damaged to the extent that they cannot be reused, the Department will furnish the necessary parts and materials to the Contractor for installation when the guardrail is reset.  The Department will make these parts available to the Contractor at the Department’s ________________ County Maintenance facility.  Be responsible for all damage to the existing guardrail system resulting from the work.  Replace any parts that are damaged or lost during the guardrail removal and replacement process.  Correct any vertical or horizontal misalignment not present prior to removal by any method approved by the Engineer, which allows the construction of the guardrail to the true grade and prevents apparent sags.

The Department will not measure removing and resetting the existing guardrail, replacing guardrail components that were damaged or missing prior to project with components furnished by the Department, furnishing and installing parts lost or damaged by the Contractor, and providing and maintaining a temporary end treatment with drum and panel, but shall be incidental to other items of work, as applicable.
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