


I-265 PAVEMENT REHABILITATION
JEFFERSON COUNTY ITEM No. 5-2044.00
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(ROADWAY) (ft2) (EACH) (SQYD)
I-265
EAST 1768+70 1769+61 12 12 2184 55.81 146.60 24 14 1 485.33
EAST 1928+99 1929+45 6 12 12 10 1840 47.02 123.67 24 14 1 408.89

WEST 1766+05 1766+81 12 12 1824 46.61 122.60 24 14 1 405.33
WEST 1928+78 1929+05 12 12 10 918 23.46 62.20 24 14 1 204.00
TOTAL 173 455 96 56 4 1504

NOTES:
1.) Item 1 estimated at 115 lbs. per sq. yd. per inch depth
2.) Item 78 estimated at 100 lbs. per sq. yd. per inch depth

and includes 4 tons for the perf. pipe headwall installation.
3.) Contrary to the Special Note for Roadbed Stabilization at Bridge Ends, Geotextile Fabric Type IV

will be used instead of Geotextile Fabric Type III.
4.) Contrary to the Special Note for Roadbed Stabilization at Bridge Ends, backfilling of any undercut

will be paid for by Bid Item 78 Crushed Aggregate Size No. 2 in tons and excavation for undercut
will be incidental to Bid Item 78.

5.) Totals carried forward to General Summary.
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